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Jefferson School District 
New Entry Control Door at Traina School 

 
Bid Instructions and Conditions 
 
Summary of Work: The providing of all work, including all labor, materials, equipment, and services for New Entry 
Control Door project at Traina School, 4256 Windsong Drive, Tracy CA 95377.  
 
District Contact:  Sam Hagler, Director of Maintenance & Operations – (209) 835-3968 
 
Bids will be accepted via mail or hand delivered no later than Tuesday November 10, 2015 at 10:00 AM at the 
Jefferson School District, 1219 Whispering Wind Drive, Tracy CA 95377.  Attn: Sam Hagler. 
 
Pre-Bid Conference will be held Tuesday October 28, 2015 at 10:00 AM at Traina School, 4256 Windsong Drive, 
Tracy, CA  95377; Interested contractors can go to the Jefferson School District website 
www.jeffersonschooldistrict.com; construction bid packages may be found under the “Quick Links” drop down menu. 
 
Schedule: Notice to Proceed will be issued on or about November 13, 2015 for procurement of all materials with a 
start date of work on site of December 22, 2015 with completion on or before January 2, 2016. 
 
License:  The bidder must be properly licensed by the California Contractors’ State License Board. 
 
Bonds & Insurance: Prior to commencing work, the Contractor is required to furnish the District with the appropriate 
Performance/Payment Bond (if applicable), Certificate of Insurance listing the Jefferson School District as an 
Additional Insured and Workers Compensation Insurance. 
 
Taxes shall be included in bid prices. 
 
Safety: The contractor shall ensure that the area is safe and secure at all times.  Tools and materials shall not be left 
unattended. 
 
Condition of Site: At completion of job return entire work area to existing conditions. 
 
Education Code Section 45125.1: The contractor shall certify that none of its employees who will be on this school 
site have been convicted of serious or violent felonies.  The contractor shall work in compliance with Education Code 
Section 45125.1. 
 
Healthy Schools Act of 2000: The contractor shall work in compliance with the Healthy Schools Act of 2000. 
 
Prevailing Wage  As required by the California Labor Code Section 1773, the Director of the Department of 
Industrial Relations ("DIR") of the State of California has determined the general prevailing rates of wages in the 
locality in which the work is to be performed.  Copies of these wage rate determinations, entitled PREVAILING 
WAGE SCALE, are maintained at the DISTRICT office and are available to any interested party upon request or can 
also be found at www.dir.ca.gov/dlsr (Director’s General Prevailing Wage Rate Determination).  The Contractor shall 
post a copy of this document at the job site.  The Contractor and any subcontractor under it shall pay not less than the 
specified prevailing wage rates and comply with all statues pertaining to the California Labor Code Section 1777.5, the 
apprenticeship requirements www.dir.ca.gov/DAS, to all workers employed in the execution of the Contract. 
 
Registration with DIR: No contractor or subcontractor may be listed on a bid proposal for a public works 
project (submitted on or after March 1, 2015) unless registered with the Department of Industrial Relations pursuant to 
Labor Code section 1725.5.  No contractor or subcontractor may be awarded a contract for public work on a public 



works project (awarded on or after April 1, 2015) unless registered with the Department of Industrial Relations 
pursuant to Labor Code section 1725.5.  This project is subject to compliance monitoring and enforcement by the 
Department of Industrial Relations.  Once the registration requirement becomes mandatory (March 1, 2015 for bids 
and April 1, 2015 for work), an awarding body may not accept a bid or enter into a contract for public work with 
an unregistered contractor. 
 
Award of Agreement/Rejection of Bids: The District reserves the right to reject any or all proposals, to contract work 
with whomever and in whatever manner, to abandon the Project entirely, or to waive any informality in bids received. 
No bidder may withdraw any bid for a period of Ninety (90) days after the date set for the opening of bids. 
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INSTRUCTIONS TO BIDDERS

ARTICLE 1 - DEFINITIONS

1.1 Bidding Documents include the Advertisement or Invitation to Bid.  Instructions to

Bidders, the bid form, other sample bidding and contract forms, and the proposed Contract

Documents including any Addenda issued prior to receipts of bids.

1.2 All definitions set forth in the General Conditions of the Contract for Construction,

AIA Documents A201, or in other Contract Documents are applicable to the Bidding Documents.

1.3 Addenda are drawing or specification modifications issued by the Architect prior to

the execution of the Contract which change or interpret the bidding documents by addition,

deletions, clarifications or corrections. 

1.4 A Bid is a complete and properly signed proposal to do the work or designated

portion thereof for the sums stipulated therein supported by data called for by the Bidding

Documents.  Bids must be submitted to the School Office prior to the specified time and date listed

in the advertizement.

1.5 A Bidder is one who submits a bid to a Bidder for a prime contract with Owner for

all the work described in these Contract Documents.

1.6 A Sub-bidder is one who submits a bid to a Bidder for materials or labor for a portion

of the work.

1.7 Owner is Jefferson School District, hereinafter referred to as “District” or “Owner”.

1.8 Architect is W ilson Architecture, Inc., Modesto, California.

ARTICLE 2 - BIDDER’S REPRESENTATION

2.1 Each Bidder by making his bid represents that:

2.1.1 He has read and understands the Bidding Documents and his Bid is made in

accordance herewith.

2.1.2 He had visited the site and has familiarized himself with the local conditions under

which the W ork is to be preformed.

2.1.3 His Bid is based upon the materials, systems, and equipment described in the

Bidding Documents without exceptions.

ARTICLE 3 - BIDDING DOCUMENTS

3.1 Copies:

3.1.1 Bidders may obtain from the Architect complete sets of the Bidding Documents in

the number and for the deposit sum stated in the Advertisement or Invitation.  The deposit will be

refunded to Bidders who submit a bonafide Bid and return the Bidding Documents in good condition

within ten days after receipt of bids.  The cost of replacement of any missing or damaged
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documents will be deducted from the deposit.  A Bidder receiving a contract awarded may retain

the Bidding Documents and his deposit will be refunded.

3.1.2 Complete sets of Bidding Documents shall be used in preparing bids; neither the

Owner nor the Architect assume any responsibility for errors or misinterpretations resulting from the

use of incomplete set of Bidding Documents.

3.1.3 The Owner or Architect in making copies of the Bidding Documents available on the

above terms, do so only for the purpose of obtaining bids on the work and do not confer a license

or grant for any other use.

3.2 Interpretation or Correction of Bidding Documents:

3.2.1 Bidders shall promptly notify the Architect of any conflict, ambiguity, or error which

they may discover upon examination of the Bidding Documents or of the site and local conditions.

3.2.2 Bidders requesting such interpretation or correction of the Bidding Documents shall

make such inquiry to the Architect, at least three days prior to the date for receipt of Bids.

3.2.3 Any interpretation, correction or change of the Bidding Documents will be made by

Addendum.  Interpretations, corrections or changes of the Bidding Documents made in any other

manner will not be binding.

3.3 Substitutions:

3.3.1 The materials, products and equipment described in the Bidding Documents

establish a standard of required function, dimension, appearance and quality to be met by any

proposed substitutions.

3.4 Addenda:

3.4.1 Addenda will be mailed or delivered to all who are known by the Architect to have

received a complete set of Bidding Documents.

3.4.2 Copies of Addenda will be made available for inspection wherever Bidding

Documents are on file for that purpose.

3.4.3 No Addenda will be issued later than two days prior to the date for receipt of bids

except an Addendum, if necessary, postponing the date for receipt of bids or withdrawing the

request for bids.

3.4.4 Each bidder shall ascertain prior to submitting his bid that he has received all

Addenda issued, and he shall acknowledge their receipt in his bid.

ARTICLE 4 - BIDDING PROCEDURE

4.1 Form and Style of Bids:

4.1.1 Bids shall be submitted on the forms provided by the Owner.

4.1.2 All blanks on the bid form shall be filled in by typewriter or manually in ink.
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4.1.3 W here so indicated by the makeup of the bid form, sums shall be expressed in both

words and figures, and in case of discrepancy between the two, the written amount shall govern.

4.1.4 Any interlineation, alteration or erasure must be initialed by the signer of the Bid.

4.1.5 Bidder shall make no additional stipulations on the bid form nor qualify his Bid in any

other manner.

4.1.6 Each copy of Bid shall include the legal name of Bidder and a statement whether

Bidder is a sole proprietor, a partnership, a corporation, or any other legal entity, and each copy

shall be signed by the person or persons legally authorized to bid the Bidder to a contract.  A Bid

by a corporation shall further give the State of Incorporation.  A Bid submitted by an agent shall

have a current Power or Attorney attached certifying agents authority to bind Bidder.

4.2 Bid Security:

4.2.1 Each Bid shall be accompanied by a bid security in the required form and amount

pledging that the Bidder will enter into a contract with the Owner on the terms stated in his Bid, and

will furnish bonds as described hereunder in Article 8 covering the faithful performance of the

Contract and the payment of all obligations arising thereunder.  Should the Bidder refuse to enter

into such Contract or fail to furnish such bonds, if required, the amount of the bid security shall be

forfeited to the Owner as liquidated damages, not as penalty.

4.2.2 The bond shall be written in the form provided, and the Attorney-in-Fact who

executes the bond on behalf of the surety shall affix to the bond a certified and current copy of his

Power of Attorney.

4.3 Submission of Bids:

4.3.1 All copies of the Bid, the bid security, and any other documents required to be

submitted with the Bid shall be enclosed in a sealed, opaque envelope.  The envelope shall be

addressed to the party receiving the Bids, and shall be identified with the Project name, the Bidder’s

name and address, and the portion of the project or category of work for which the Bid is submitted.

If the Bid is sent by mail, the sealed envelope shall be enclosed in a separate mailing envelope with

the notation “BID ENCLOSED” on the face thereof.

4.3.2 Bids shall be deposited at the designated location prior to the time and date for

receipt of bids indicated on the Invitation to Bid, or any extension thereof made by Addendum.  Bids

received after the time and date for receipt of Bids will be returned unopened.

4.3.3 Bidder shall assume full responsibility for timely delivery at location designated for

receipt of Bids.

4.3.4 Oral, telephonic or telegraphic Bids are invalid and will not receive consideration.

4.4 Modification or W ithdrawal of Bid:

4.4.1 A Bid may not be modified, withdrawn, or canceled by the Bidding during the

stipulated time period following the time and date designated for the receipt of Bids, and Bidder so

agrees in submitting his Bid.
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4.4.2 Bids submitted earlier than the time and date designated for receipt of Bids may be

modified or withdrawn.

4.4.3 W ithdrawn Bids may be resubmitted up to the time designated for the receipt of Bids,

provided that they are then fully in conformance with these Instructions to Bidders.

4.4.4 Bid security of 10% of bid submittal, is required to be submitted with the bid in the

form of a Bid Bond or Cashier’s Check.

ARTICLE 5 - CONSIDERATION OF BIDS

5.1 Opening of Bids:

5.1.1 Properly identified Bids received on time will be opened publicly and will be read

aloud, and an abstract of the amounts of the Base Bids and major Alternatives, if any, will be made

available to Bidders.

5.2 Rejection of Bids:

5.2.1 Award of Contract.  The DISTRICT reserves the right to reject any or all bids, or to

waive any irregularities or informalities in any bids or in the bidding. If two identical low bids are

received from responsible bidders, the DISTRICT will determine which bid will be accepted

pursuant to Public Contract Code Section 20117.  The award of the Contract, if made by the

DISTRICT, will be by action of the governing board and to the lowest responsible bidder therefore

from among those bidders responsive to the call for bids.  In the event an award is made to a bidder

and such bidder fails or refuses to execute the Contract and provide the required documents within

five (5) calendar days after notification of the award of the Contract to bidder, the DISTRICT may

award the Contract to the next lowest bidder or release all bidders.

5.2.2 Competency of Bidders.  In selecting the lowest responsible bidder, consideration

will be given not only to the financial standing but also to the general competency of the bidder for

the performance of the W ork covered by the bid. Each bidder agrees that, if its bid is accepted, it

shall perform that portion of work designated in its bid which shall constitute at least fifteen percent

(15%) of the W ork, exclusive of supervisory and clerical work, without the services of any

subcontractor.  By submitting a bid, each bidder agrees that the DISTRICT, in determining the

successful bidder and its eligibility for the award, may consider the bidder's experience and

facilities, conduct and performance under other contracts, financial condition, reputation in the

industry, and other factors which could affect the bidder's performance of the W ork.  To this end,

each bid shall be supported by a statement of the bidder's experience as of the recent date on the

form entitled "INFORMATION REQUIRED OF BIDDER," bound herein.  

ARTICLE 6 - SPECIFIC REQUIREMENTS

6.1 Each Bidder, by making his Bid, represents that he understands the following:

6.1.1 Contractor shall furnish job shack and telephone and provide for temporary power

and water for his work.

6.1.2 Special notice is given to contractor to comply with Article 4.9.1 of the General

Condition.  The contractor shall provide a full time superintendent on project whenever work is in

progress.  The district’s inspector will not supervise work.
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6.1.3 Special notice is given to the contractor regarding Article 16 of the Supplementary

Conditions regarding substitutions.  All materials shall be substituted within nineteen (19) days of

award of contract.

6.1.4 Submittals shall be presented for approval in accordance with Article 4.1.2 of the

General Conditions.

6.1.5 Criminal History Clearance.  Pursuant to Education Code Sections 33192 and

45125.1 et seq., the successful bidder will be required to execute a Criminal History Clearance/ Site

Protection Certificate upon execution of the Agreement.  The Contractor will be required to take

positive measures outlined in the certificate in order to keep violent or serious offenders away from

pupils and staff on the site.  Failure to abide with the conditions set forth in the Michelle Montoya

School Safety Act could result in penalties including termination of the Agreement or suspension

of payment thereunder.

6.1.6 The contract time for this project shall be 30 CALENDAR DAYS from the date

documented on the Notice to Proceed.

6.1.7 The amount established as liquidated damages as stated in the Bid Proposal for this

project is $500.00 PER CALENDAR DAY.

6.1.8 The successful contractor will be allowed to substitute securities to guarantee

performance under this contract in lieu of withholding any monies from progress payments (usually

10%) by the district.  Securities in the amount to be withheld may be deposited either with the

district or with a state agency or Federally chartered bank, as escrow agent, who shall pay such

monies, together with any interest thereon, to the contractor upon satisfactory completion of the

contract, in accordance with Section 4590 of the Government code.

6.1.9 Determination of the lowest responsible bid will be the total combination of all items

accepted by the District.

6.2 The Contractor and Subcontractor shall save, defend, hold harmless, and indemnify

the District against any and all liability, claims, and cost of whatsoever kind and nature for injury to

or death of any person or persons, and for any loss or damage to any property occurring in

connection with or in any way incident to or arising out of the occupancy, use, service, operations,

or performance of work or supply of material under the terms of this contract, resulting in whole or

in part from the negligent acts or omissions of contractor, and subcontractor, or any employee,

agent or representative of contractor or subcontractor.

6.2.1 The Contractor or Subcontractor shall hold the District, its officers, agents, servants,

and employees harmless from liability of any nature or kind, including the use of any copyrighted

or uncopyrighted composition, secret process, patented or unpatended invention, articles, or

appliances furnished or used under this bid.  The contractor agrees to defend, at his own expense,

any and all actions brought against the District or himself because of unauthorized use of such

articles.

6.2.2 The Contractor shall be responsible for all taxes (local, state or federal) and shall

include such in his bid.

SECTION 7 - Bid Protest
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Any bid protest must be in writing and received by the Owner before 5:00pm no later than three (3)

working days following Bid opening and shall comply with the following requirements.

A. The bid protest must contain a complete statement of the basis of the protest, and all

supporting documentation.

B. The party filing the protest must have actually submitted a bid for the project.  A

subcontractor of a bidder submitting a Bid for the project may not submit a bid protest.  A

bidder may not rely on the bid protest submitted by another bidder, but must timely pursue

his or her own protest.

C. The protest must refer to the specific portion or portions of the contract documents upon

which the protest is based.

D. The protest must include the name, address and telephone number of the person

representing the protesting bidder if different from the protesting bidder.

E. The bidder filing the protest must concurrently transmit a copy of the bid protest document

and all supporting documentation to all other bidders with a direct financial interest which

may be affected by the outcome of the protest, including all other bidders who appear to

have a reasonable prospect of receiving an award depending upon the outcome of the

protest.

F. The bidder whose bid has been protested may submit a written response to the bid protest.

Such response shall be submitted to the Owner no later than 5pm, no later than two (2)

working days after the deadline for submission of the bid protest or receipt of the bid protest,

whichever is sooner, and shall include all supporting documentation.  Such response shall

also be transmitted concurrently to the protesting bidder and to all other bidders who appear

to have a reasonable prospect of receiving an award depending upon the outcome of the

protest.

G. The procedure and time limits set forth in this section are mandatory and are the bidder’s

sole and exclusive remedy in the event of bid protest.  The bidder’s failure to comply with

these procedures shall constitute a waiver of any right to further pursue the bid protest,

including filing a Government Code Claim or legal proceedings.

H. If the Owner determines that a protest is frivolous, the protesting bidder may be determined

to be non-responsible and that bidder may be determined to be ineligible for future contract

awards by the Owner.

I. A “working day” for purposes of this section means a weekday during which the Owner’s

office is open and conducting business.

J. The Owner reserves the right to shorten the time period for submitting and responding to

a bid protest, whenever the Owner or its designee determines it is in the Owner’s best

interest to do so.  Prospective bidders will be notified by addenda of any such change.

END OF SECTION



BID FORM 

 
New Entry Control Door 

 
TO: JEFFERSON SCHOOL DISTRICT, acting by and through its Governing Board, herein called the 
"DISTRICT:" 
 
 1. Pursuant to your Notice to Contractors Calling for Bids and the other documents relating 
thereto, the undersigned bidder, having become familiarized with the terms of the complete contract, as 
defined in the Agreement, the local conditions affecting the performance of the contract and the cost of 
the work at the place where the work is to be done, hereby proposes and agrees to be bound by all the 
terms and conditions of the complete contract and agrees to perform, within the time stipulated, the 
contract, including all of its component parts, and everything required to be performed, and to provide 
and furnish any and all of the labor, materials, tools, expendable equipment, and all applicable taxes, 
utility and transportation services necessary to perform the contract and complete in a good workmanlike 
manner all of the work required, including sheeting, shoring and bracing, or equivalent method for 
protection of life and limb in trenches and open excavation in conformance with applicable safety orders, 
in connection with the following: 
 
 Project:        New Entry Control Door—Traina School 
           
 Located at:   4256 Windsong Drive, Tracy CA 95377  
 
 
all in strict conformity with the complete contract as defined in the Agreement, prepared therefore and 
now on file at the office of: Jefferson School District, 1219 Whispering Wind Drive, Tracy, CA 95377 for 
the sum of: 
 
Base Bid: 
 
            DOLLARS  
         ($                               ) 
 
The undersigned hereby acknowledges receipt of, and is familiar with the contents of, the following 
Addenda, and the undersigned warrants that all costs therefore are included in this proposal: 
 
 Addendum No.      dated      
 
 Addendum No.      dated      
 
 Addendum No.      dated      
 
 Addendum No.      dated      
 
            1.  Each individual bid term shall be determined from visiting the work site, reviewing the plans 
and specifications, and all other portions of the contract documents, and shall include all items necessary 
to complete the work, including the assumption of all obligations, duties, and responsibilities necessary 
for the successful completion of the contract and the furnishing of all materials and equipment required to 
be incorporated in and form a permanent part of the work:  tools, equipment, supplies, transportation, 



facilities, labor, superintendence, and services required to perform and complete the work; and bonds, 
insurance and submittals; all as per the requirements of the contract documents, whether or not expressly 
listed or designated. 
 
 2. It is understood that the DISTRICT reserves the right to reject this bid and that this bid 
shall remain open and not be withdrawn for the period specified in the Notice to Contractors Calling for 
Bids. 
 
 3. The required list(s) of proposed subcontractors is attached hereto, and the undersigned 
represents and warrants that such list(s) is complete and in compliance with the Subletting and 
Subcontracting Fair Practices Act. 
 
 4. The required Non-Collusion Declaration is hereto attached. 
 

5. The required bid security is hereto attached. 
 
 6.  The required Contractors Certificate Regarding Workers’ Compensation is hereto 

attached. 
 
 7. The Information Required of Bidder is attached hereto. 
  
           8. It is understood and agreed that if written notice of the acceptance of this bid is mailed, 
telegraphed, or delivered to the undersigned after the opening of the bid, and within the time this bid is 
required to remain open, or at any time thereafter before this bid is withdrawn, the undersigned will 
execute and deliver to the DISTRICT a contract in the form attached hereto in accordance with the bid as 
accepted, and that the undersigned will also furnish and deliver to the DISTRICT the Performance Bond 
and Payment Bond as specified, all within the five (5) calendar days after receipt of notification of award, 
and that the work under the contract shall be commenced by the undersigned bidder, if awarded the 
contract on the date to be stated in the DISTRICT'S Notice to Proceed delivered to the Contractor, and 
shall be completed by the Contractor in the time specified in the contract documents. 
 
 9. Communications conveying acceptance of bids, requests for additional information or 
other correspondence should be addressed to the undersigned at the address stated below. 
             
             
  
 10. The name of all persons interested in the foregoing proposal as principals are as follows: 
             
             
             
 
 (IMPORTANT NOTICE:  If bidder or other interested person is a corporation, state legal name of 
corporation, also names of the president, secretary, treasurer, and manager thereof; if a partnership, state 
true name of firm, also names of all individual partners composing firm; if bidder or other interested 
person is an individual, state first and last name in full.) 
 
 11. In submitting this bid, the bidder offers and agrees that if the bid is accepted, it will 
assign to DISTRICT all rights, title and interest in and to all causes of action it may have under Section 4 
of the Clayton Act (15 U.S.C. Section 15) or under the Cartwright Act (Business & Professions Code 
Section 16700 et seq.) arising from the purchase of goods, materials, or services by the bidder for sale to 



the DISTRICT pursuant to the bid.  Such assignment shall be made and become effective at the time the 
DISTRICT tenders final payment. 
 
 12. If the bidder is a corporation, the undersigned hereby represents and warrants that the 
corporation is duly incorporated and is in good standing in the State of California and that                          
       whose title is         , is 
authorized to act for and bind the corporation. 
 
 13. It is understood and agreed that, should bidder fail or refuse to return executed copies of 
the Agreement, Contractor's Certificate, Certification of Insurance, and required bonds to the DISTRICT 
within five (5) days of actual notice of the award of the contract to bidder, the security may be forfeited to 
the DISTRICT as liquidated damages. 
 
 14. The undersigned hereby warrants that the bidder has an appropriate license, in 
accordance with the act providing for the registration of contractors' License No.            , 
Class   , that such license entitles the bidder to provide the work; that such license will be in full 
force and effect throughout the duration of performance under this contract; and that any and all 
subcontractors to be employed will have appropriate licenses. 
 
 15. In submitting this bid, the bidder agrees that if its bid is accepted, it shall perform the 
following work, exclusive of supervisory and clerical work, without the services of any subcontractor 
which shall constitute at least 15% of the total work under the contract: 
 
            
 
            
 
            
 
            
 
 16. The bidder hereby certifies that it is, and at all times during the performance of work 
hereunder shall be, in full compliance with the provisions of the Immigration Reform and Control Act of 
1986 ("IRCA") in the hiring of its employees, and the bidder shall indemnify, hold harmless and defend 
the DISTRICT against any and all actions, proceedings, penalties or claims arising out of the bidder's 
failure to comply strictly with the IRCA. 
 
 17. It is understood and agreed that the CONTRACTOR, as well as all subcontractors will 
adhere to and comply with all terms pertaining to Prevailing Wage Rates determined by the Department 
of Industrial Relations. 
 
 18. It is understood and agreed that if, requested by the DISTRICT, the bidder shall furnish a 
notarized financial statement, references, and other information sufficiently comprehensive, to permit an 
appraisal of its current financial condition. 
 19. The undersigned hereby warrants that CONTRACTOR is registered with the Department 
of Industrial Relations, pursuant to Labor Code 1725.5. 
 
 The undersigned hereby declares that all of the representations of this bid are made under penalty 
of perjury under the laws of the State of California. 
 
Individual Name:           



Contractor Signed by:          
  Business Address:         
            
  Date:           
*********************************************************************************************

******** 



*********************************************************************************************
********* 

 
Partnership Name           
  Signed by:        ,Partner 
  Business Address:         
            
  Date:           
  Other Partners:          
   
*********************************************************************************************

********* 
 
Corporation    Name:          
  (a     Corporation1) 
  Business  Address:        
            
  Signed by:     President, Dated:   
  Signed by:     Secretary, Dated:   
 
              [Seal and Attest] 
 
   Business Address:        
            
 
1  A corporation receiving the award shall furnish evidence of its corporate existence and evidence that the officer 
signing the Agreement and Bonds is duly authorized to do so. 

 
*********************************************************************************************

*********** 
 

Joint Venture Name:           
  Signed by:            Joint Venture 
  Business Address:         
            
  Date:           
  
*********************************************************************************************

************ 
Other Parties to Joint Venture: 
 
  If an individual:          
     (Signed) 
  Doing Business as:         
  If a Partnership:          
  Signed by:        , Partner 
  If a Corporation:         
  (a               Corporation) 
  By:       Date:     
  Title:       Seal and Attest) 
*********************************************************************************************
*********** 
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INFORMATION REQUIRED OF BIDDER

General Information

The Bidder shall furnish the following information. Failure to comply with this requirement will render

the proposal informal and may cause its rejection.  Additional sheets may be attached if necessary.

"You" or "your" as used herein refers to the bidder's firm and any of its officers, directors,

shareholders, parties and principals.

(1) Firm name and address:

__________________________________________________

__________________________________________________

__________________________________________________

(2) Telephone: _________________________________________

(3) Type of firm: (Check one)

G Individual G Partnership G Corporation G Joint Venture

(4)     Contractor's License:  Primary class ____________________

Lic. No. ___________________ Expiration Date ____________________

Supplemental classifications held, if any, and license number(s) and expiration date(s):

______________________________________________________________________

No payment shall be made for work or material under the contract unless and until the

Registrar of Contractors verifies to the DISTRICT that the CONTRACTOR is properly

licensed at the time the bids are opened and CONTRACTOR continues to be so licensed

throughout the term of the Contract.  Any CONTRACTOR not so licensed is subject to

penalties under the law.

The DISTRICT is required to verify license prior to awarding a bid.  State law generally

provides it is a misdemeanor to submit a bid to a public agency without having a license.

(5) Have you ever been licensed under a different name or different license number?

If yes, give name and license number ________________________________________

______________________________________________________________________

(6) Names and titles of all officers of the firm:

_________________________________ __________________________________

_________________________________ __________________________________

_________________________________ __________________________________

(7) Number of years as a contractor in construction work of this type: __________________
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(8) Person who inspected site of the proposed work for your firm:

Name and Title: ________________________________________________________

Date of Inspection: ______________________________________________________

(9) How many years experience in school construction work has your organization had 

(a)  as a general contractor? ______________________________________________

(b)  as a subcontractor? __________________________________________________

(10) Has your firm or any of its principals defaulted so as to cause a loss to a surety? 

 _________  If the answer is "Yes", give dates, name and address of surety and details.

______________________________________________________________________

______________________________________________________________________

______________________________________________________________________

(11) Have you been assessed liquidated damages for any project in the past three years?   

 ____ If Yes, explain: ___________________________________________________

______________________________________________________________________

______________________________________________________________________

______________________________________________________________________

(12) Have you been in litigation on a question relating to your performance on a contract during

the past three years? _____________  If Yes, explain, and provide case name and number:

______________________________________________________________________

______________________________________________________________________

______________________________________________________________________

(13) Have you ever failed to complete a project in the last three years? 

If so, give owner and details: _______________________________________________

______________________________________________________________________

______________________________________________________________________

(14) List the names, addresses and telephone numbers of three Architects or Engineers whose

job you have worked on in the past three years.

Name Address Telephone

_______________________ _______________________ (      ) ____________

_______________________ _______________________ (      ) ____________

_______________________ _______________________ (      ) ____________

(15) Do you know or have you ever had any direct or indirect business, financial or other

connection with any official, employee or consultant of the District or Architect? ____

If so, please elaborate.

______________________________________________________________________

______________________________________________________________________

______________________________________________________________________
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INFORMATION REQUIRED OF BIDDER

List of References

The following information should contain persons or entities familiar with the Bidder's W ork:

1. Name of Agency: ____________________________________

Agency Address & Telephone: ____________________________________

____________________________________

(        ) ______________________________

Type of Construction Project: ____________________________________

____________________________________

Contract Amount: ____________________________________

2. Name of Agency: ____________________________________

Agency Address & Telephone: ____________________________________

____________________________________

(        ) ______________________________

Type of Construction Project: ____________________________________

____________________________________

Contract Amount: ____________________________________

3. Name of Agency: ____________________________________

Agency Address & Telephone: ____________________________________

____________________________________

(        ) ______________________________

Type of Construction Project: ____________________________________

____________________________________

Contract Amount: ____________________________________

I certify and declare under penalty of perjury under the laws of the State of California that the

foregoing is true and correct.  Executed this ________ day of ____________, 20_____, at 

______________________, _________________________, State of ____________________

City County

Signed: ___________________________________

Title: ___________________________________
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SUPPLEMENTARY CONDITIONS OF THE CONTRACT OF CONSTRUCTION

ARTICLE 15 - MODIFICATIONS OF THE GENERAL CONDITIONS

15.1 Modification of Paragraph 3.11, Documents and Samples at the site.

15.1.1 Add the following subparagraph 3.11.2 at the end of Paragraph 3.11.1:

Only drawings, specifications, addenda, and change orders bearing the approval of

the Owner and the Architect shall be used in executing the work.  All such items not so approved

shall not be permitted on the job site.

15.2 Modification of Paragraph of Governing laws.

15.3 Modification of Paragraph 11.4, Performance Bond and Labor and Material Payment

Bond.

15.3.1 Substitute the following for subparagraph 11.4.1 as set forth below:

The Contractor shall furnish a Performance Bond in an amount equal to one hundred

percent (100%) of the Contract Sum or in a penal sum not less than the prescribed by State,

Territorial or local law, as security for the payment of all persons performing labor on the Project

under this Contract and furnishing materials in connection with this Contract.  The Performance

Bond and the Labor and Material Payment Bond my be in one or in separate instruments in

accordance with local law and shall be delivered to the Owner no later than the date of execution

of the Contract.

15.4 Modification of Paragraph 13.5, Testing:

15.4.1 Paragraph 13.5.1: Delete sentence required Contractor to bear costs of test by

Public Authorities.  Owner will bear cost of all testing and on-site inspector.

15.4.2 Paragraph 13.5.2: Add to paragraph the following sentence: Cost of Retesting of

work shall be born by the District, and back charged to the Contractor.

15.5 Modification to Paragraph 9.10, final Completion and Final Payment.

15.5.1 Modify Paragraph 9.10.1 to read:

“Upon receipt of written notice that the work is ready for final inspection and

acceptance and upon receipt of a final application for payment”.

15.6 Clarification of Paragraph 3.9.

15.6.1 “Superintendent...attendance at the project site during the progress of the work.”

Is interpreted to mean whenever an independent subcontractor is working at the site.

15.7 Add to paragraph 11.1.2 - Limits of insurance shall be a minimum of:

15.7.1 Until the work is fully completed and accepted by the District, Contractor shall pay

for and maintain with companies satisfactory to the District, insurance as indicated below:
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A. W orker’s Compensation Insurance - the statutory maximum:

B. Comprehensive General Liability Insurance - for personal injury -

$1,000,000/each person, each occurrence; and for property damage -

$1,000,000/each occurrence, $1,000,000/annual aggregate:

C. Vehicle Liability Insurance - for personal injury minimum - $300,000/each

person.  $500,000/each occurrence; and for property damage -

$300,000/each occurrence.

15.7.2 Any insurance policy required to be maintained hereunder by Contractor shall

provide that the District shall be notified in writing ten (10) days prior to the effective date of any

change in or cancellation of such policy and shall recite the name of the project and the location

of the project site.  District and W ilson Architecture, Inc. shall be listed as “additionally insured.”

15.7.3 Contractor shall, before commencing the work, deliver to the certificates of

insurance, naming the District as beneficiary, in form and substance satisfactory to the District,

indicating that the Contractor is in compliance with the insurance requirements set forth herein

above, and that the Contractual liability insurance of the contractor covers the “indemnification”

provision set forth in this document.

ARTICLE 16 - ADDITIONAL CONDITIONS

16.1 Substitution of Materials and Equipment: See Section 1.08 of specifications.

16.2 Equal Opportunity:

16.2.1 During the performance of this Contract, The Contractor agrees as follows:

(1) The Contractor will not discriminate against any employee or applicant for

employment because of race, religion, color, sex, or national origin.  The Contractor will take

affirmative action to insure that applicants are employed and that employees are treated during

employment without regard to their race, religion, color, sex, or national origin.  Such action shall

include, but not limited to the following: employment, upgrading, demotion, or transfer; recruitment

or recruitment advertising; layoff or termination; rates of pay or other forms of compensation; and

selection for training, including apprenticeship.  The Contractor agrees to post in conspicuous

places, available to employees and applicants for employment, notices to be provided by an

appropriate agency of the Federal Government setting forth the requirement of this Equal

Opportunity clause.

(2)The Contractor will, in all solicitation or advertisements for employees placed by

or on behalf of the Contractor, state that all qualified applicants will receive consideration for

employment without regard to race, religion, color, sex, or national origin.

16.3 Prevailing W ages:

16.3.1 The Contractor hereby agrees that the project described in this Request for

Quotation is a public work, in accordance with Section 1720-1861 of the California Labor Code, and

waivers any right to later object or contend that the project or any portion of the project is not a

public work.
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16.3.2 The Director of the Department of Industrial Relations of the State of California, in

the manner provided by law, has ascertained the general prevailing wage rate per diem wages and

rate of legal holidays and overtime work.  Contractor must pay any labor therein described or

classified in an amount not less than the rates specified.  The wage rates on file at the District are

the latest rates available to this office at this time.  However, this does not relieve the Contractor

or Subcontractor from paying the latest up-to-date W age Rates as set forth by the California Labor

Code.  Specify that all labor provided in this quote shall be performed in accordance with the

California Labor Code.

16.3.3 In a timely manner following completion of this project, the Contractor agrees to

provide the District with certified payroll records for each employee of the Contractor and all

subcontractors who worked on the project.

16.3.4 The Contractor understands and agrees that at least the final payment (10% of the

contract amount) will be withheld by the District until the contract is complete and the District is in

possession of complete certified payroll records for all work performed by the Contractor and all

subcontractors in connection with this contract, and is satisfied that prevailing wages fare paid to

employees on this project.

16.4 Contract W ork Hours:

16.4.1 Eight (8) hours of labor shall constitute a legal day’s work upon all work done

hereunder, and it is expressly stipulated that no workman employed at any time by the Contractor,

or by a subcontractor under this contract, upon the work, shall be required or permitted to work

thereon more than eight (8) hours in any one calendar, except provided in Section 1810 to 1816,

inclusive, or the Labor Code of California; all the provision where are deemed to be incorporated

herein; and it is further expressly stipulated that for each and every violation of said last name

stipulations, said Contractor shall forfeit, as a penalty to the State of California, Twenty-five Dollars

($25.00) for each workman employed in the execution of this contract, or by any subcontractor

under this Contract, for each calendar day during which said workman is required or permitted to

work thereon more than eight (8) hours in violation of the provision of said Sections of the Labor

Code.

16.4.2 In accordance with the applicable provision of the Labor Code of the State of

California, within thirty (30) days after any laborer, workman or mechanic is permitted to work over

eight (8) hours in one calendar day due to any such emergency, the contractor doing the work or

his duly authorized agent, shall file with the Owner a report verified by his oath, setting forth the

nature of said emergency, which report shall contain the name of said worker and the hours worked

by him of the said day; and the contractor, and each subcontractor shall also keep accurate records

showing the names and the work contemplated by this Agreement, which records shall be opened

to all reasonable hours to inspection by the Owner and to the Chief of Division of Labor Law

Enforcement of the Department of Industrial Relations, his deputies and agents.

16.5 Apprentices and Trainees:

16.5.1 Attention is directed to the provisions in Section 1777.5 (Chapter 1411, Statutes of

1968) and 1777.6 of the Labor Code concerning the employment of apprentices by the Contractor

or any subcontractor under him.

Section 1777.5 as amended, required the Contractor or subcontractor employing

tradesmen in any apprenticeable occupation to apply to the Joint Apprenticeship Committee
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nearest the site of the public works project and which administers the apprenticeship program in

that trade for a certificate of approval.  The certificate will also fix the ratio of apprentices to

journeymen that will be used in the performance of the Contract.  The ratio of apprentices to

journeymen in such cases shall not be less than one to five except:

A. W hen unemployment in the area of coverage by the Joint Apprenticeship

Committee has exceeded an average of 15 percent in the ninety (90) days

prior to the request for certificate, or

B. W hen the number of apprentices in training in the area exceed a ratio of one

to five, or

C. W hen the trade can show that it is replacing at least 1/30 of its membership

through apprenticeship training on an annual bases statewide or locally, or

D. W hen the contractor provides evidence that he employs registered

apprentices on all of his contracts on an annual average of not less than one

apprentice to eight journeymen.

The contractor is required to make contributions to funds established for the

administration of apprenticeship programs if he employs registered apprentices or journeymen in

any apprenticeable trade on such contracts and if other contractors on the public works site are

making such contributions.

The contractor and any subcontractor under him shall comply with the requirements

of Section 1777.5 and 1777.6 in the employment of apprentices.

Information relative to apprenticeship standards, wage schedules, and other

requirements may be obtained from the Administrator of Apprenticeship, San Francisco, California,

or from the Division of Apprenticeship Standards and its branch offices.

16.6 Independent Contractor

16.6.1 The contractor shall act as an independent contractor in the performance of the

work.  No right of supervision, requirement of approval, or other provision of the contract or

subsequent conduct of the parties shall be construed to create the relationship of principal and

agent, partners or joint adventurers between the parties.

ARTICLE 17 - ARCHITECT

17.1 Any reference in any of the Contract Documents to Architect shall mean the Architect

of W ilson Architecture, Inc., Modesto, California, Norman E. W ilson.

ARTICLE 18 - W ORK, PERSONAL CONDUCT OF W ORKERS

18.1 No drinking of alcohol, smoking or drug use will be tolerated, and shall be cause for

immediate dismissal.

18.1.1 Tobacco use, including but not limited to smoking and chewing, will be allowed only

at break time in designated areas.



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 49

18.1.2 Dress: while it is understood by the nature of the trade that clothing will have normal

wear and tear, torn or tattered clothing will not be permitted.  Shirts must be worn at all times.

18.1.3 Courtesy: employees of the contractor and all subcontractors are expected to be

courteous to District employees, students, and others.  Abusive language and cursing are not to

be used.  Repeated abuses will result in the dismissal of worker and/or contractor from the

site/project.

ARTICLE 19 - HOUSEKEEPING/W ASTE REMOVAL

19.1 Contractor shall take all reasonable steps to protect District property and minimize

disruption of District activities.  Such steps may include, but are not limited to, scheduling all work

so that completion occurs in a timely manner, marking work areas with “caution” warnings, and

arranging hours so that noisy or disruptive work is performed when most District employees or

students are not present.

19.1.2 Contractor shall keep the project site free from debris, and shall promptly cause to

be removed from the project site any accumulation of waste material or debris arising out of the

operations of the Contractor.  W aste removal and cleanup shall be performed at least daily or more

frequently as appropriate.

ARTICLE 20 - SAFETY

20.1 No unsafe work practices will be tolerated.  Any District employee observing any

practices contrary to OSHA regulations or safe work practices shall be authorized to halt

construction and notify the Contractor, supervisor, and/or District Support Services.
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CONTRACTOR’S CERTIFICATE REGARDING WORKERS’ COMPENSATION

Labor code Section 3700:

“Every employer except the State shall secure the payment of compensation in one or more of the
following ways:

(a) By being insured against liability to pay compensation in one or more insurers duly
authorized to write compensation insurance in this State.

(b) by securing from the Director of Industrial Relations a certificate of consent to self-insure,
which may be given upon furnishing proof satisfactory to the Director of Industrial relations
of ability to self-insure and to pay any compensation that may be due to his employees.

I am aware of the provision of Section 3700 of the Labor Code which require every employer to be
insured against liability for workers’ compensation or to undertake self-insurance in accordance with
the provisions of that code, and I will comply with such provision before commencing the
performance of this contract.

Name:                                                                                                                          

Title:                                                                                                                          

Signature:                                                                                                                          

Date:                                                                                                                          

(In accordance with Article 5 {commencing at Section 1860}, Chapter 1, Part 7, Division 2 of the
Labor Code, the above certificate must be signed and filed with the awarding body prior to
performing any work under this contract).
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CERTIFICATION OF NON-COLLUSION

I hereby certify that the price(s) quoted have been arrived at independently, and will not be disclosed
to other vendors.

Further, I certify that no attempt has been made or will be made to induce anyone to refrain from
quoting, or to submit any complementary quote on the proposed Contract, and that this quotation
is offered in good faith.

I certify under penalty of perjury that this, and all information provided in this quote is true to the
best of my knowledge.

                                                                                                                                   
Signature (required) Date

                                                                                         
Title

CERTIFICATION OF ASBESTOS-FREE CONSTRUCTION

Asbestos-containing products shall not be specified for use in the proposed project.  I hereby certify
that all materials used shall not contain asbestos in any quantity.

Further, I certify that asbestos-containing materials in any quantity shall not be substituted for use
in any portion of the proposed project.

                                                                                                                                   
Signature (required) Date

                                                                                          
Title
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TECHNICAL SPECIFICATION



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01010-1

SECTION 01010 - SUMMARY OF WORK

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: The providing of all work, including all labor, materials, equipment,
and services for the Installation of a new entry door and frame for the School main office to the
Exterior covered walkway.

1.1.2 Off site Construction: None

1.2 CONDUCT OF THE WORK

1.2.1 The Contractor shall be held responsible for the execution of a satisfactory and
complete piece of work, in accordance with the Project Drawings and Specifications, Addenda
which may be issued during the period of bidding, and Change Orders issued after award of the
Contract.

1.2.2 The Contractor shall take over and assume all responsibility for the entire warehouse
premises and shall provide and maintain all protections required by the governing laws, Cal OSHA
rules, regulations and ordinances.  The Contractor shall also confirm and establish acceptable
method of utilizing the existing area with the School Superintendent prior to starting any work,
including access, parking, storage, and security areas.

1.2.3 The Contractor shall be responsible for any loss or damage caused by him or his
workmen to the property of the Owner or to the work or materials installed and shall make good
any loss, damage or injury without cost to the Owner.

1.2.4 The Contractor shall provide and maintain suitable temporary sidewalks, closed
passageways, fencing, or other structures as required by law, security and safety so as not to
obstruct or interfere with traffic in building, public streets, etc.; leave access to hydrants, provide
walks over and around any obstruction made in a public place in carrying on the Contract; and
maintain from the beginning of twilight through the whole of every night, on or near the
construction, sufficient light and guard to protect all roadways and sidewalks in proper condition
and leave the same in such condition at the termination of the work.  All enclosures, protections,
etc., shall be removed from the premises when directed.

1.2.5 The Contractor shall send proper notices, make all necessary arrangements and
perform all other services required for the care, protection and maintenance of all public utilities and
owners facilities/premises, including mail boxes, fire plugs, telephone and power poles and wires
and all other items of this character on and around the building site, assuming all responsibility and
paying all costs for which the Owner may be considered liable.

1.2.6 When the whole or any portion of the work is suspended for any reason, the
Contractor shall properly cover over, secure, and protect such of his work as may be liable to
sustain injury from any cause.
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1.2.7 The owner will provide and pay for all soil compaction testing, special inspection,
and testing lab services as required or deemed necessary.  All retesting due to defective materials
shall be provided and paid for by the owner, the amount subtracted from the contract cost.

1.2.8 NOT USED 

1.2.9 All supports, temporary shoring, etc. are the contractors sole responsibility.

END OF SECTION
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SECTION 01027 - APPLICATIONS FOR PAYMENT

1.0 GENERAL

RELATED DOCUMENTS:

Drawings and general provisions of Contract, including General and Supplementary
Conditions and Division-1 Specification sections, apply to work of this section.

1.01 SUMMARY:

This Section specifies administrative and procedural requirements governing the
Contractor's Applications for Payment.

The Contractor's Construction Schedule and Submittal Schedule are included in
Section "Submittals."

1.02 SCHEDULE OF VALUES:

Coordinate preparation of the Schedule of Values with preparation of the
Contractor's Construction Schedule.

Correlate line items in the Schedule of Values with other required administrative
schedules and forms, including:

· Contractor's construction schedule.

· Application for Payment form.

· List of subcontractors.

· List of products.

· List of principal suppliers and fabricators.

· Schedule of submittals.

Submit the Schedule of Values to the Construction Manager at the earliest
feasible date, but in no case later than seven (7) days before the date scheduled
for submittal of the initial Application for Payment.

Format and Content: Use the Project Manual Table of Contents as a guide to
establish the format for the Schedule of Values.

Identification:  Include the following Project identification on the Schedule of
Values:

· Project name and location.
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· Name of the Construction Manager.
· Project Number.
· Contractor's name and address.
· Date of submittal.

Arrange the Schedule of Values in a tabular form with separate columns to indicate
the following for each item listed:

· Generic name.

· Related Specification Section.

· Name of subcontractor.

· Name of manufacturer or fabricator.

· Name of supplier.

· Change Orders (numbers) that have affected value.

· Dollar Value of item shall be the contract or purchase amount. 
Separate contracts and suppliers shall not be combined on a single
line item.

· Percentage of Contract Sum to the nearest one-hundredth percent,
adjusted to total 100 percent.

Provide a breakdown of the Contract Sum in sufficient detail as directed by the
Owner/Construction Manager upon Notice to Proceed to facilitate continued
evaluation of Applications for Payment and progress reports.  Break principal
subcontract amounts down into several line items.

Round amounts off to the nearest dollar; the total shall equal the Contract Sum.

For each part of the Work where an Application for Payment may include
materials or equipment, purchased or fabricated and stored, but not yet installed,
provide separate line items on the Schedule of Values for initial cost of the
materials for each subsequent stage of completion, and for total installed value of
that part of the Work.

Unit Cost Allowances:  Show line item value of unit cost allowances as a product
of unit cost times measured quantity as estimated from the best indication in the
Contract Documents.

Margins of Cost:  Each line item shall be the direct contractor/subcontractor
amount.

The Contractor’s profit and overhead shall be listed on the schedule of values and
shall be billed monthly, based on the percentage of work completed.

The Contractor’s General Conditions shall be billed equally each month, billed on
the duration of the project.  If the Contractor is behind schedule, the amount per
month shall be reduced.
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At the Contractor's option, temporary facilities and other major cost items that are
not direct cost of actual work-in-place may be shown as separate line items in the
Schedule of Values.

Schedule Updating:  Update and resubmit the Schedule of Values when Change
Orders or Construction Change Directives result in a change in the Contract
Sum.

1.03 APPLICATIONS FOR PAYMENT:

Each Application for Payment shall be consistent with previous applications and
payments as certified by the Construction Manager and paid for by the Owner.

The initial Application for Payment, the Application for Payment at time of
Substantial Completion, and the final Application for Payment involve additional
requirements.

Payment Application Times:  Each progress payment date is as indicated in the
Agreement.  The period of construction Work covered by each Application or
Payment is the period indicated in the Agreement.

Payment Application Forms:  Use Application and Certificate for Payment
(Attachment 1a) and Continuation Sheets (Attachment 1b).

Application Preparation:  Complete every entry on the form, including notarization
and execution by person authorized to sign legal documents on behalf of the
Owner.  Incomplete applications will be returned without action.

Entries shall match data on the Schedule of Values and Contractor's Construction
Schedule.  Use updated schedules if revisions have been made.

Include amounts of Change Orders and Construction Change Directives issued
prior to the last day of the construction period covered by the application.

Submit one (1) copy each of initial rough draft of pay application to Construction
Manager and Project Inspector of Record for review.  Provide quantities,
invoices, shipping tags, subcontractor back-up, etc., as requested, in order to
facilitate the review.  Construction Manager shall return pay application to
Contractor following review.

Transmittal:  Submit four (4) executed copies of each Application for Payment
and rough draft with corrections to the Construction Manager by means ensuring
receipt within 24 hours; one copy shall be complete, including waivers of lien and
similar attachments, when required.

Transmit each copy with a transmittal form listing attachments, and recording
appropriate information related to the application in a manner acceptable to the
Construction Manager.

Waivers of Mechanics Lien: Waivers will be required throughout the project, in
the following sequence:

First Construction Request: The General Contractor will submit with the first
request a “Conditional Waiver and Release Upon Progress Payment,“ signed by
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the General Contractor and another signed by each subcontractor/supplier, and a
“Summary of Lien Releases” which totals the current request.  The
subcontractor/supplier waiver shall be equal to the amount requested on the
payment application.

Subsequent Construction Request: After the first request has been paid, each
subsequent request shall be accompanied by a “Summary of Lien Releases,”
and a “Conditional Waiver and Release Upon Progress Payment” for the new
request. Also submit an “Unconditional Waiver and Release Upon Progress
Payment” for the work previously performed and paid in prior requests.

Waiver Forms: Submit waivers of lien on forms acceptable to Owner, and
executed in a manner acceptable to the Owner.  Owner will supply such forms to
the Contractor upon request.

Initial Application for Payment:  Administrative actions and submittals that must
precede or coincide with submittal of the first Application for Payment include the
following:

· List of subcontractors and entire executed subcontract.

· List of principal suppliers, fabricators and copy of purchase order/contract.

· Schedule of Values.

· Contractor's Construction Schedule (preliminary if not final).

· Schedule of principal products.

· Schedule of unit prices.

· Submittal Schedule (preliminary if not final).

· List of Contractor's staff assignments.

· List of Contractor's principal consultants.

· Copies of authorizations and licenses from governing authorities for

performance of work.

· Initial progress report.

· Certification of insurance and insurance policies.

· Performance and payment bonds (if required).

· Data needed to acquire Owner's insurance.

· Initial settlement survey and damage report, if required.

· Update on Project As-Builts.

Application for Payment at Substantial Completion:  Following issuance of the
Certificate of Substantial Completion, submit an Application for Payment; this
application shall reflect any Certificates of Partial Substantial Completion issued
previously for Owner occupancy of designated portions of the Work.

Administrative actions and submittals that shall proceed or coincide with this
application include:

· Occupancy permits and similar approvals.
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· Warranties (guarantees) and maintenance agreements.

· Test/adjust/balance records (where applicable).

· Maintenance instructions (where applicable).

· Meter readings.

· Start-up performance reports.

· Changeover information related to Owner's occupancy, use, operation and
maintenance.

· Final cleaning.

· Application for reduction of retainage, and consent of surety.

· Advice on shifting insurance coverages.

· List of incomplete Work, recognized as exceptions to Construction
Manager’s Certificate of Substantial Completion.

· Summary of Lien Releases.

· Certified List of All Contractors.

Final Payment Application:  Administrative actions and submittals which must
precede or coincide with submittal of the final Application for Payment include the
following:

· Completion of Project closeout requirements.

· Completion of items specified for completion after Substantial Completion.

· Assurance that unsettled claims will be settled.

· Assurance that Work not complete and accepted will be completed without
undue delay.

· Transmittal of required Project construction records to Owner.

· Proof that taxes, fees and similar obligations have been paid.

· Removal of temporary facilities and services.

· Removal of surplus materials, rubbish and similar elements.

· Contractors Affidavit of Payment of Debts and Claims. (Attachment 2)

· Contractors Affidavit of Release of Liens. (Attachment 3)

· Consent of Surety Company to Final Payment. (Attachment 4)

· Unconditional Waiver and Release of Final Payment.

END OF SECTION



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01027-6



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01027-7



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01027-8



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01027-9



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01027-10



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01035-1

SECTION 01035 - MODIFICATION PROCEDURES

PART ONE - GENERAL

1.01 RELATED DOCUMENTS:

Drawings and general provisions of Contract, including General and Supplementary Conditions
and Division-1 Specification sections, apply to work of this section.

1.02 SUMMARY

This Section specifies administrative and procedural requirements for handling and processing
Contract modifications.

Related Sections:  The following sections contain additional information related to modification
procedures:

1. Division 1 Section "Unit Prices" for administrative requirements governing use of
unit prices.

2. Division 1 Section "Submittals" for requirements for the Contractor's Construction
Schedule and Product Substitutions.

3. Division 1 Section "Application for Payment" for administrative procedures
governing applications for payment.

1.03 MINOR CHANGES IN THE WORK

All minor changes in the work, even those not involving an adjustment to the Contract Sum or
Contract Time, will require a change order.  Any change to the plans or specifications must be
approved by the Office of the State Architect.

1.03 CHANGE ORDER PROPOSAL REQUESTS:

Owner-Initiated Proposal Requests:  Proposed changes in the Work that will require adjustment
to the Contract Sum or Contract Time will be issued by the Owner, with a detailed description
of the proposed change and supplemental or revised Drawings and Specifications, if necessary.

Proposal requests issued by the Owner are for information only.  Do not consider them
instruction either to stop work in progress, or to execute the proposed change.

Unless otherwise indicated in the proposal request, within 14 days of receipt of the proposal
request, submit to the Owner for review an estimate of cost necessary to execute the proposed
change.

1. Include a list of quantities of products to be purchased and unit costs, along with



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01035-2

the total amount of purchases to be made.  Where requested, furnish survey data
to substantiate quantities.

2. Indicate applicable taxes, delivery charges, equipment rental, and amounts of
trade discounts.

Contractor-Initiated Change Order Requests: When latent or other unforeseen conditions require
modifications to the Contract, the Contractor may propose changes by submitting a request for
a change to the Owner.

1. Include a statement outlining the reasons for the change and the effect of the
change on the Work.  Provide a complete description of the proposed change.
Indicate the effect of the proposed change on the Contract Sum and Contract
Time.

2. Include a list of quantities of products to be purchased and unit costs along with
the total amount of purchases to be made.  Where requested, furnish survey data
to substantiate quantities.

3. Indicate applicable taxes, delivery charges, equipment rental, and amounts of
trade discounts.

4. Comply with requirements in Section 01300 “Submittals”, Substitutions, if the
proposed change in the Work requires the substitution of one product or system
for a product or system specified.

Contractor agrees that the percentage markup for all overhead and profit shall be calculated as
follows:

1. If the Contractor performs the work with its own forces, its percentage markup for
overhead and profit shall not exceed fifteen percent (15%) of its hard costs.

2. If the Contractor performs the work through a subcontractor that is not owned or
controlled by it, its percentage markup shall not exceed five percent (5%) of its
subcontractor’s hard costs for such work.

3. If the Contractor performs the work through a subcontractor that is not owned or
controlled by it, its subcontractor’s percentage markup shall not exceed ten percent
(10%) of its subcontractor’s hard costs for such work.

4. The total percentage markup on any change order shall not exceed fifteen percent
(15%) of the actual cost of such work. 

5. The above percentage markups for overhead and profit (including that for work
performed by subcontractors) are understood to include Contractor's and
subcontractor's site supervision costs, home office overhead, profit margin,
insurance, general conditions, small tools, consumables, and all other factors.  The
actual cost of additional bond capacity, not to exceed two percent (2%) of the
increased value of the Contract, shall be added to change orders.

Proposed Change Order Form: Use form (Attachment 1) for Change Order Requests.

1.05 CONSTRUCTION CHANGE DIRECTIVE:
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Construction Change Directive:  When the Owner and Contractor are not in total agreement on
the terms of a Change Order Request, the Owner may issue a Construction Change Directive
(Attachment 2), instructing the Contractor to proceed with a change in the Work, for subsequent
inclusion in a Change Order.

The Construction Change Directive will contain a complete description of the change in the Work
and designate the method to be followed to determine change in the Contract Sum or Contract
Time.

Documentation:  Maintain detailed records on a time and material basis of work required by the
Construction Change Directive.  Time must be verified by the Project Inspector of Record or
Owner during the course of the work.

After completion of the change, submit an itemized account and supporting data necessary to
substantiate cost and time adjustments to the Contract.

1.05 CHANGE ORDER PROCEDURES:

Upon the Owner's approval of a Change Order Request, the Owner will issue a Change Order
(Attachment 3) for signatures of the Owner and Contractor, as provided in the Conditions of the
Contract.   All parties must comply with Section 4-338, Part 1, Title 24, including addenda and
change orders.

END OF SECTION
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PROPOSED CHANGE ORDER Distribution to:

OWNER ¨

ARCHITECT ¨

CONSTRUCTION M ANAGER ¨

CONTRACTOR ¨

FIELD ¨

OTHER ¨

PROJECT:
PCO NUMBER:  _____________

(Name, address)

DATE:

TO:
PROJECT No.:

CONTRACT FOR:

Reference: RFI #   ______   PR #    ________   ASI# _______

CCA # ______   CCD # ________ CONTRACT DATE:

Description of work:

1.  Subcontractor Work  (mark-up not to exceed 10%)
(Please attached all required backup, quantities, unit cost, etc., associated with work performed.)

1.
Subcontractor Quote $ _ ______________

2.
Subcontractor Quote $                                  

3.
Subcontractor Quote $________________

SUBTOTAL $ _______________

Contractor mark-up on Sub work (not to exceed 5%)
$ _ ______________

TOTAL - 1 $ _ ________________

2.  Work Performed by Prime Contractor
(Please attached all required backup, quantities, unit cost, etc., associated with work performed.)

Materials
$ _ _____________

Labor
$ _ _____________

Equipment
$ _ _____________

SUBTOTAL $ _ _____________

Prime Contractor OH&P (not to exceed 15%)
$ _ _____________

TOTAL - 2 $ _ ________________

TOTAL - 1 & 2 $ _ ________________

Bond Premium (actual rate, not to exceed 2%)
$ _ ________________

TOTAL PROPOSED CHANGE $ _ ________________

Extension of Contract Time proposed  ________ Days.

Prepared by  _
__________________________________ Date _ _______________________
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Section 1035 - Attachment 1
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CONSTRUCTION 
CHANGE DIRECTIVE

Distribution to:

OWNER ¨

ARCHITECT ¨

CONSTRUCTION MANAGER EDITION CONSTRUCTION MANAGER ¨

CONTRACTOR ¨

FIELD ¨

OTHER ¨

PROJECT:
DIRECTIVE NUMBER:

(Name, address)

DATE:

TO (Contractor):
PROJECT No.:

CONTRACT FOR:

CONTRACT DATE:

You are hereby directed to make the following change(s) in this Contract: 

PROPOSED ADJUSTMENTS

1. The proposed basis of adjustment to the Contract Sum or

Guaranteed M aximum  Price is:

G Lump Sum  (increase)(decrease) of  $_________________

G Unit Price of  $_____________  per __ ________________

G as follows:

2. The Contract Time is proposed to (be adjusted)(remain

unchanged).  The proposed adjustment, if any, is (an

increase of ________ days)(a decrease of _________ days).

Signature by the Contractor indicates the Contractor’s agreement

with the proposed adjustments in Contract Sum and Contract Time

set forth in this Construction Change Directive.

                                                                                                                

Contractor

                                                                                                                

Address

                                                                                                                

City, State & Zip

BY:                                                                                                  

DATE:                                                                                                  

When signed by the Owner, Construction Manager and Architect and received by the Contractor, this document becomes effective
IMMEDIATELY as a Construction Change Directive (CCD), and the Contractor shall proceed with the change(s) described above.

OWNER CONSTRUCTION MANAGER ARCHITECT

Address Address Address

BY:                                                BY:                                                BY:                                                

DATE:                                                DATE:                                                DATE:                                                
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Section 1035 - Attachment 2
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OWNER 9
ARCHITECT 9
CONTRACTOR 9
FIELD 9
OTHER 9

Not Valid until signed by the Owner, Architect and Contractor.

CHANGE
ORDER
DOCUMENT G701

PROJECT:
(name, address)

CHANGE ORDER NUM BER:
DATE:

TO CONTRACTOR:
(name, address)

ARCHITECT’S PROJECT NO:
CONTRACT DATE:
CONTRACT FOR:

The Contract is changed as follows:

ITEM  #1: 
Requested by:
Reason:

ITEM  #2: 
Requested by:
Reason:

ITEM  #3: 
Requested by:
Reason:

ITEM  #4: 
Requested by:
Reason:

ITEM  #5: 
Requested by:
Reason:

Sub-Total

The original (Contract Sum)(Guaranteed M aximum Price) was. ............................................................................................................................. $ 0.00

Net Change by previous authorized Change Orders................................................................................................................................................. $ 0.00

The (Contract Sum)(Guaranteed M aximum Price) was. .......................................................................................................................................... $ 0.00

The (Contract Sum)(Guaranteed M aximum Price) will be (increased)(decreased) (unchanged) by this Change Order in the amount of.................. $ 0.00

The new (Contract Sum)(Guaranteed M aximum Price) including this Change Order will be. ................................................................................. $ 0.00

The Contract Time will be (increased)(decreased)(unchanged) by........................................................................................................................... (0) days

The date of Substantial Com pletion as of the date of this Change Order therefore is. .............................................................................................. XX/XX/XXXX

NOTE: This summary does not reflect changes in the Contract Sum, Contract Time or Guaranteed M aximum Price which have not been authorized by Construction
Change Directive.

ARCHITECT CONTRACTOR OWNER

BY BY BY

DATE DATE DATE

DOCUMENT G701   �    CHANGE ORDER
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Section 1035 - Attachment 3



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01042-1

SECTION 01042 - LEAD-BASED PAINT ABATEMENT

PART ONE - GENERAL

1.1 Summary of Work:

Prior to demolition work, the Contractor shall be responsible for stabilizing deteriorated painted
surfaced on the interior and exterior of all buildings affected by the work.  “Deteriorated Paint” is
defined as paid that is peeling, flaking, scaling and/or delaminating from the substrate or otherwise
damaged.

Contractor must submit a detailed plan of the procedures proposed in order to comply with the
requirements of 20 CFR, Part 1926.62 and Cal-OSHA Title 8, Section 1532.1.  Include in the plan
all components required under the standard.

1.1.1 Work Preparation and Procedures:

1.1.1.1 Isolate all lead-related construction work areas using demarcated barrier tape and
poly sheeting.

1.1.1.2 Exterior work shall be performed in wind conditions less than 15 miles per hour
unless alternative engineering controls are utilized to eliminate the disbursement of scraped paint
chips and debris.  Alternative controls may consist of poly wind barriers, scraping deteriorated paint
directly into plastic-lined containers, etc.

1.1.1.3 Poly sheeting shall be securely placed on the ground at the building perimeter and
extend 15 feet from the building.

1.1.1.4 Affix appropriate warning signs at the entry and approaches to the regulated work
areas.

1.1.1.5 Deteriorated paint shall be manually wet-scraped.  Wet removal methods shall be
used throughout the removal procedures, and shall be maintained throughout the subsequent
handling and disposal stages.

1.1.1.6 Encapsulate all areas where deteriorated paint is scrapped with a encapsulating
coating (primer, etc.).  Encapsulating product must be approved by the Owner / Architect prior to
its use.

1.1.2 The Contractor shall comply with all applicable provisions of the California
Department of Health Services (DHS) emergency regulations pertaining to lead-based paint
abatement, most recent edition.  This includes the Contractor’s submittal of the Abatement of Lead
Hazardous Notification, form DHS 8551, to DHS in accordance with Title 17, California Code of
Regulations (CCR), Division 1, Chapter 8, Section 36100, Requirements for Abatement for Public
and Residential Buildings.

1.1.3 The Contractor shall comply with current Federal, State and local regulations
concerning the waste handling containerization, transportation and disposal of LBP, lead-
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contaminated materials and other contaminated wastes.

END OF SECTION
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SECTION 01070 - CUTTING AND PATCHING

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: This Section establishes general requirements pertaining to
cutting (including excavating), fitting, and patching of the work required to complete the work or
to:

(1) Make the several parts fit properly.

(2) Uncover work to provide for installation, inspection or both, of ill-timed
work.

(3) Remove and replace work not conforming to requirements of the
Contract Documents.

(4) Remove and replace defective work.

1.1.2 Related work described elsewhere:

(1) In addition to other requirements specified, upon the Architect’s request,
uncover work to provide for inspection by the Architect of covered work,
and remove samples of installed materials for testing.

(2) Do not cut or alter work performed under separate contract without the
Architect’s  written permission.

(3) Summary of work: Section 01010

(4) Submittals: Section 01300

1.2 QUALITY ASSURANCE

Perform all cutting and patching in strict accordance with pertinent requirements
of these Specifications and, in the event no such requirements are determined, in conformance
with the Architect’s written direction.

1.3 SUBMITTALS

1.3.1 Request for the Architect’s permission: Submit a written request to Architect well
in advance of executing any cutting or alteration which affects:

(1) The work of any separate Contractor.

(2) The structural value of integrity of any element of the project.
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(3) The integrity or effectiveness of weather-exposed or moisture-resistant
elements of systems.

1.3.2 The request shall include:

(1) Description of the affected work.

(2) The necessity for cutting, alteration or excavation.

(3) Description of the proposed work:

a. The scope of cutting, patching, alteration, or excavation.

b. The trades who will execute the work.

c. Products proposed to be used.

d. The extent of refinishing to be done.

(4) Alternatives to cutting and patching.

(5) Cost proposal, when applicable.

1.3.3 Changes: Should conditions of the work or the schedule indicate a change of
products from the original installation, Contractor shall submit a request for substitution as
specified in Section 01300.

1.3.4 Uncovered work: Submit a written notice to the Architect designating the date
and the time line the work will be uncovered.

PART TWO - PRODUCTS

2.1 MATERIALS

For replacement of work removed, use materials which comply with the pertinent
Section of these Specifications.

2.2 PAYMENT FOR COSTS

Perform all cutting and patching needed to comply with the Contract Documents
at not additional cost to the owner.

PART THREE - EXECUTION

3.1 INSPECTION

3.1.1 Inspect existing conditions of the project, including elements subject to damage
or to movement during cutting and patching.
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3.1.2 After uncovering work, inspect the conditions affecting the installation of
products, or performance of the work.

3.1.3 Report unsatisfactory or questionable conditions to the Architect in writing; do
not proceed with the work until the Architect has provided further instructions.

3.2 PREPARATION

3.2.1 Provided adequate temporary support as necessary to assure the structural
value or integrity of the affected portion of the work.

3.2.2 Provide devices and methods to protect other portions of the project from
damage.

3.2.3 Provide protection from the elements for that portion of the project which may be
exposed by cutting and patching work, and maintain excavations free from water.

3.3 PERFORMANCE

3.3.1 Execute cutting by methods which will prevent damage to other work, and will
provide proper surfaces to receive installation or repairs.

3.3.2 Execute excavating and backfilling by methods which will prevent settlement or
damage to other work.

3.3.3 Employ the original installer or fabricator to perform cutting and patching for:

(1) Weather-exposed or moisture-resistant elements.

(2) Sight-exposed finished surfaces.

3.3.4 Execute fitting and adjustment of products to provide a finished installation to
comply with specified products, functions, tolerances and finishes.

3.3.5 Restore work which has been cut or removed; install new products to provide
complete work in accordance with requirements of Contract Documents.

3.3.6 Fit work air-tight to pipes, sleeves, ducts, conduits and other penetrations
through surfaces.

3.3.7 Refinish entire surfaces as necessary to provide an even finish to match
adjacent finishes:

(1) For continuous surfaces, refinish to nearest intersection.

(2) For an assembly, refinish the entire unit.

END OF SECTION
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SECTION 01085 - APPLICABLE STANDARDS

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included:

1.1.1.1 Throughout the Contract Documents, reference is made to codes and standard
which establish qualities and types of workmanship and materials, and which establish methods
for testing and reporting on the pertinent characteristics.

1.1.1.2 Where materials or workmanship are required by these Contract Documents to meet
or exceed the specifically named code or standard, it is the Contractor’s responsibility to provide
materials and workmanship which meet or exceed the specifically named code or standard.

1.1.1.3 It is also the Contractor’s responsibility, when so required by the Contract
Documents or by written request from the Architect, to deliver to the Architect all required proof that
the materials or workmanship, or both, meet or exceed the requirements of the specifically named
code or standard.  Such proof shall be in the form requested in writing by the Architect, and
generally will be required to be copies of a certified report of tests conducted by a testing agency
approved for that purpose by the Architect.

1.1.2 Related work described elsewhere: Specific naming of codes or standards occurs
on the Drawings and in other Sections of these Specifications.

1.2 QUALITY ASSURANCE

1.2.1 Familiarity with pertinent codes and standards: In procuring all items used in this
work, it is the Contractor’s responsibility to verify the detailed requirements of the specifically
named codes and standards and to verify that the items procured for use in this work meet or
exceed the specified requirements.

1.2.2 Rejection of non-complying items: The Architect reserves the right to reject items
incorporated into the work which fail to meet the specified minimum requirements.  The Architect
further reserves the right, and without prejudice to other recourse the Architect may take, to accept
non-complying items subject to an adjustment in the contract Amount as approved by the Architect
and the Owner.

1.2.3 Applicable standards listed in these Specifications include, but are not necessarily
limited to, standards promulgated by the following agencies and organizations:

ACI = American Concrete Institute
AISC = American Institute of Steel Construction
ANSI = American National Standards Institute 

(Successor to USASI and ASA)

ASTM = American Society for Testing and Materials
AWS = American Welding Society, Inc.



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01085-2

AWWA = American Water Works Association, Inc.
CRSI = Concrete Reinforcing Steel Institute

FGMA = Flat Glass Marketing Association
NEC = National Electrical Code (see NFPA)
NEMA = National Electrical Manufacturers Association
NFPA = National Fire Protection Association
TCA = Tile Council of America, Inc.
UL = Underwriter’s Laboratories, Inc.

Fed Specs and Fed Standards

Specifications Sales (3FRI)
General Services Administration

MIL-SPECS = Military Specifications
Superintendent of Documents
U.S. Government Printing Office

CBC = California Building Code
International Conference of Building Officials

AIA = American Institute of Architects
AIEE = American Institute of Electrical Engineers
ASA = American Standards Association
CRA = California Redwood Association
DFPA = Douglas Fir Plywood Association (now known as)

American Plywood Association
NBFU = National Board of Fire Underwriters
NBS = National Bureau of Standards
DSA = Division of the State Architect

Department of General Services
WCLA = West Coast Lumberman’s Association
WIC = Woodwork Institute of California
CCR = California Code of Regulations

END OF SECTION
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SECTION 01090 - PROJECT REQUIREMENTS

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Compliance with standard and industry specifications:

(1) Any materials or operation specified by reference to the published
specifications of a manufacturer, or other published standards shall comply
with the requirements of the standard listed.

(2) In case of conflict between the referenced specifications and the project
specifications, the project specifications shall govern.

(3) In case of conflict amount the referenced specifications or standards, the
more stringent requirements shall govern.

(4) The Contractor, if requested, shall furnish an affidavit from the manufacturer
certifying that the material or products delivered to the project meet the
requirements specified.  However, such certificate shall not relieve the
Contractor from the responsibility of complying with any added requirement
specified herein.

(5) Reference to Standard Specifications, Federal Specifications, Handbooks,
Codes, etc., throughout these specifications shall be construed to include
all the latest addenda, amendments, or errata, and shall govern.

1.1.2 Permits, Fees, and Taxes:

(1) The owner will pay for the fees for the building permit and the water taps.
The contractor will pay for all other utility fees required by the project.

(2) The Contractor shall include all sales and service tax required by law and
regulations applicable.

1.1.3 Required Services - Professional Soils Engineer:

(1) The owner may employ a qualified professional soils engineer, acceptable
to the Architect.  He will approve all work in connection with the excavation,
backfilling and compaction operations of the project.

1.1.4 Inspections:

(1) Observation of normal construction operations will be performed by
authorized representatives of the District.  These observations will include
excavations, footing and slabs, framing, electrical wiring, plumbing stacks,
etc. and be employed by the Owner.
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(2) The work will be conducted under observation by the Architect. Construction
procedures, materials, and equipment including all features of the work will
be subject to inspection.  No inspector or representative is authorized to
change any provisions of the specifications, nor shall the presence or
absence of any inspector relieve the General Contractor from any
requirements of the Contract.

1.1.5 Omissions: Anything mentioned in the specifications and not shown on the drawings
or shown on the drawings and not mentioned in the specifications, shall be of like effect as if shown
or mentioned in both.  In case of differences between the drawings and specifications, the
specifications shall govern.  Omission from the drawings or specification or the misdescription of
details of work which are evidently necessary to carry out the intent of the drawings and
specifications, or which are customarily performed, shall not relieve the Contractor from performing
such omitted or misdescribed details of work, but they shall be performed as if fully and correctly
set forth and described in the drawings and specifications.

1.1.6 Safety requirements: The Contractor and each of the subcontractors shall abide by
all the requirements of the Standards of Safety of the State, O.S.H.A., and local authority as may
have jurisdiction over the work.

1.1.7 As-built Drawings: The Contractor shall, during the progress of the work, keep an
accurate record of all changes and corrections from the layouts shown on the drawings.  The
Contractor shall indicate on record drawings a measured distance along the pipes to locate each
valve and run of pipe so that the valve may be relocated in the event surface opening becomes
covered over.  Upon completion of construction and prior to final payment, the Contractor shall
submit to the Architect reproducible copies showing these changes and records.

1.1.8 Survey data: It shall be the responsibility of the Contractor to layout all lines and
grades required for the work in this contract, in accordance with the property survey and applicable
drawings.

1.1.9 Utilities easements: The General Contractor shall be responsible for establishing the
location of all utilities easements described in the property description and shown on the survey and
for seeing that applicable Utilities are confined to these reservations or easements.

1.1.10 Coordination of trades: The contract drawings are in part diagrammatic and show
the general arrangement of ducts, piping, and work of other mechanical trades.  The General
Contractor shall have a competent construction superintendent on the job site to coordinate all field
work and shop drawings of the various trades prior to installation and/or submission of field or shop
drawings for approval.

1.1.11 Traffic control and parking: It is anticipated that a large portion of the employees on
the site will use automobiles for transportation to and from work.  It shall be the responsibility of the
Contractor to control traffic on the site, and to provide necessary parking areas for all workmen in
suitable locations as approved by the Architect.

1.1.12 The General Contractor shall, under regulations prescribed by the Architect, use
only established roadways or construct and use such temporary roadways as may be authorized
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by the Architect.  When materials are transported in prosecution of the work, vehicles shall not be
loaded beyond the loading limit established by Federal, State of Local law or regulation.  When it
is necessary to cross curbing or sidewalks, protection against damage shall be provided by the
Contractor.  All existing sidewalks, curbs and pavements disturbed, broken, removed or otherwise
damaged by or during the performance of the work under this contract shall be replaced without
additional cost to the owner.  Replacement sidewalks, curbs, and pavements  shall be constructed
of similar materials and by methods utilized in the original construction.  Replaced sidewalks, curbs,
and pavements shall be smooth, shall bend into the existing work and shall not present
depressions or humps.

1.1.13 Misplaced materials:

(1) Any material that is deposited elsewhere than as designated and approved
by the Architect shall be rehandled and deposited where directed.  No
payment will be made for rehandling such material.

(2) The Architect will notify the General Contractor of any non-compliance with
the foregoing provisions and the action to be taken.  The General Contractor
shall, after receipt of such notice, immediately correct the condition.  Such
notice, when delivered to the General Contractor or his representative at the
site or work, shall be deemed sufficient for the purpose.

(3) Compliance with the provisions of this article by subcontractors will be the
responsibility of the contractor.

1.1.14 Cooperation with using agency and other contractors: Coordination between
Contractors.  It shall be the responsibility of the prime contractors for this project and any related
off-site projects, respectively, to be fully informed of the extent of the limits of work to be performed
by the other prime contractors.  Should there be any conflict between these limits, it shall be
brought to the attention of the Architect, and the Architect’s decision shall be final.  Stakes, with
proper identification and markings, shall be set by the Contractor for on-site work, or related off-site
work,  whichever precedes the other, for the exact location of all underground utilities common to
both contracts.

1.1.15 Noise and dust control: Make adequate provisions for the control of dust and
reasonable provisions to limit excessive noise.

1.1.16 Spare parts data: The General Contractor shall furnish duplicate copies of spare
parts data for all equipment furnished and installed under this contract.  This data shall be in the
form of an equipment manufacturer’s spare parts catalog and an operation and maintenance
manual.  Accompanying the spare parts catalog shall be a list indicating the quantity of each spare
part which the equipment manufacturer recommends as required to insure efficient operating
capability for a period of 180 days.  This list shall also indicate the unit price of each spare part and
the source of procurement.  Furnishing this data is not to relieve the General Contractor or
manufacturer of responsibility for guarantees of installed equipment provided for in the contract,
nor is it intended to modify trade practices which normally provide spare parts with the purchase
of the equipment.
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1.1.17 Specification sections: The subdivision of these specifications into the various
section of work and references therein and in the drawings to subcontractors work and references
therein and in the drawings to subcontractors work is for the convenience of the Contractor and
shall not make the Architect an arbiter to establish limits to any subcontract work.

1.2 Related work described elsewhere

(1) Submittals and substitutions: Section 01300

(2) Project closeout: Section 01700

PART TWO - PRODUCTS

2.1 Products - None

PART THREE - EXECUTION

3.1 Contractor shall perform all duties and comply with all items specified above.

END OF SECTION
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SECTION 01300 - SUBMITTALS AND SUBSTITUTIONS

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included:

1.1.1.1 Wherever possible throughout the contract documents, the minimum acceptable
quality of workmanship and materials has been defined by manufacturer’s name and catalog
number, reference to recognized industry and government standards, or description of required
attributes and performance.

1.1.1.2 To ensure that the specified products are furnished and installed in accordance with
design intent, procedures have been established for advance submittal of design data and for their
review by the Architect.

1.1.1.3 Make all submittals required by the contract documents, and revise and resubmit
as necessary to establish compliance with the specified requirements.

1.1.2 Related work described elsewhere: Individual requirements for submittals are
described in pertinent other sections of these specifications.

1.2 QUALITY ASSURANCE

1.2.1 Coordination of submittals: Prior to each submittal, carefully review and coordinate
all aspects of each item being submitted and verify that each item and the submittal for it conforms
in all respects with the requirements of the contract documents.  By affixing the contractor’s
signature to each submittal, certify that this coordination has been performed.

1.2.2 Certificate of compliance:

1.2.2.1 Certify that all materials used in the work comply with all specified provisions thereof.
Certification shall not be construed as relieving the Contractor from furnishing satisfactory materials
if, after test are performed on selected samples, the material is found to not meet specified
requirements.

1.2.2.2 Show on each certification the name and location of the work, name and address
of Contractor, quantity and date of shipment or delivery to which the certificate applies, and name
of the manufacturing or fabricating company.

Certification shall be in the form of letter of company-standard forms containing all required data.
Certificates shall be signed by an officer of the manufacturing or fabricating company.

1.2.2.3 In addition to the above information, all laboratory test reports submitted with
Certificate of Compliance shall show the date of dates of testing, the specified requirements for
which test was performed, and results of the test or tests.
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1.3 SUBMITTALS

1.3.1 Submittal schedule: Within 15 days after award of contract, and before any items
are submitted for approval, submit to the Architect two copies of the schedule described in Article
2.1 of this section.

1.3.2 Certificates of Compliance: Upon completion of the work, and as a condition of its
acceptance, submit to the Architect all Certificates of Compliance.

1.3.3 Make all submittals of shop drawings, samples, requests for substitution, and other
items, in strict accordance with this section.

PART TWO - PRODUCTS

2.1 SUBMITTAL SCHEDULE

2.1.1 General: Compile a complete and comprehensive schedule of all submittals
anticipated to be made during progress of the work.  Include a list of each type of item for which
Contractor’s drawings, shop drawings, certificates of compliance, material samples, guarantees,
or other types of submittals are required.  Upon approval by the Architect, this schedule will
become part of the contract, and the Contractor will be required to adhere to the schedule except
when specifically otherwise permitted.

2.1.2 Coordination: Coordinate the schedule with all necessary subcontractors and
materials suppliers to ensure their understanding of the importance of adhering to the approved
schedule and their ability to so adhere.  Coordinate as required to ensure the grouping of
submittals as described in paragraph 3.2 below.

2.1.3 Revisions: Revise and update the schedule on a monthly basis as necessary to
reflect conditions and sequences.  Promptly submit revised schedules to the Architect for review
and comment.

2.2 SHOP DRAWINGS AND COORDINATION DRAWINGS

2.2.1 Shop Drawings:

2.2.1.1 Scale and measurements: Make all shop drawings accurately to a scale sufficiently
large to show all pertinent aspects of the item and its method of connection to the work.

2.2.1.2 Quantity of prints required: Submit six (6) copies of all show drawings, one of which
will be retained by the Architect.

2.3 MANUFACTURERS’ LITERATURE

2.3.1 General: Where contents of submitted literature from manufacturers includes data
not pertinent to the submittal, clearly indicate which portion of the contents is being submitted for
review.



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01300-3

2.3.2 Number of copies required: Submit two (2) copies which will be retained by the
Architect.

2.4 SAMPLES

2.4.1 Accuracy of samples: Samples shall be of the precise article proposed to be
furnished.

2.4.2 Number of samples required: Unless otherwise specified, submit one (1) sample
which will be retained by the Architect.

2.4.3 Reuse of Samples: In situation specifically so approved by the Architect, the
Architect’s retained sample may be used in the construction as one of the installed items.

2.5 COLORS AND PATTERNS

Unless the precise color and pattern if specifically described in the contract
documents, and whenever a choice of color or pattern is available in a specified product, submit
accurate color and pattern charts to the Architect for review and selection.

2.6 SUBSTITUTIONS

2.6.1 Approval required:

2.6.1.1 The contract is based on the standards of quality established in the contract
documents.

2.6.1.2 All products proposed for use, including those specified by required attributes and
performance, shall require approval by the Architect before being incorporated into the work.

2.6.1.3 Do not substitute materials, equipment, or methods unless such substitution has
been specifically approved for this work by the Architect.

2.6.2 “Or equal”:

2.6.2.1 Where the phrase “or equal” or “or equal as approved by the Architect” occurs in the
contract documents, do not assume that materials, equipment, or methods will be approved as
equal unless the item has been specifically approved for this work by the Architect.

2.6.2.2 The decision of the Architect shall be final.

PART THREE - EXECUTION

3.1 IDENTIFICATION OF SUBMITTALS

3.1.1 General: Consecutively number all submittals.  Accompany each submittal with a
letter of transmittal containing all pertinent information required for identification and checking of
submittals.  In addition, completely identify each submittal and resubmittal by showing at least the
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following information:

(1) Name and address of submitter, plus name and telephone number of the
individual who may be contacted for further information.

(2) Name of project as it appears on each page of these specifications.

(3) Drawing number and specifications section number to which the submittal
applies.

(4) Whether this is an original submittal or resubmittal.

3.1.2 Internal identification: On at least the first page of each copy of each submittal, and
elsewhere as required for positive identification, clearly indicate the submittal number in which the
item was included.

3.1.3 Resubmittals: When material is resubmitted for any reason, transmit under a new
letter of transmittal and with a new submittal number.

3.1.4 Submittal log: Maintain an accurate submittal log for the duration of the contract,
showing current status of all submittals at all times.  Make the submittal log available for the
Architect’s review upon request.

3.2 COORDINATION OF SUBMITTALS

3.2.1 General: Prior to submittal for approval, use all means necessary to fully coordinate
all material including, but not necessarily limited to:

(1) Determine and verify all interface conditions, catalog numbers, and similar
data.

(2) Coordinate with other trades as required.

(3) Clearly indicate all deviations from requirements of the contract documents.

3.2.2 Grouping of submittals: Unless otherwise specified, make all submittals in groups
containing all associated items to ensure that information is available for checking each item when
it is received.  Partial submittals may be rejected as not complying with the provision of the contract
documents and the Contractor shall be strictly liable for all delays so occasioned.

3.3 TIMING OF SUBMITTALS

3.3.1 General: Make all submittals far enough in advance of scheduled dates for
installation to provide all time required for reviews, for securing necessary approvals, for possible
revisions and resubmittals, and for placing orders and securing delivery.

3.3.2 Architect’s review time: In scheduling, allow at least 20 calendar days for review by
the Architect following this receipt of the submittal.
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3.3.3 Delays: Delays caused by tardiness in receipt of submittals will not be an acceptable
basis for extension of the contract completion date.

3.4 ARCHITECT’S REVIEW

3.4.1 General: Review by the Architect shall not be construed as a complete check, but
only that the general method of construction and detailing is satisfactory.  Review shall not relieve
the Contractor from responsibility for errors which may exist.

3.4.2 Authority to Proceed: The notation, “reviews, no exceptions taken”, or “Reviewed,
make corrections noted” authorize the Contractor to proceed with fabrication, purchase, or both,
of the items so noted, subject to the revision, if any, required by the Architect’s review comments.

3.4.3 Revisions: Make all revisions required by the Architect.  If the Contractor considers
any required revision to be a change, he shall so notify the Architect as provided for under
“Changes” in the General Conditions.  Show each drawing revision by number, date, and subject
in a revision block on the drawing.  Make only these revisions directed or approved by the Architect.

3.4.4 Revisions after approval: When a submittal has been reviewed by the Architect,
resubmittal for a substitution of materials or equipment will not be considered unless accompanied
by an acceptable explanation as to why the substitution is necessary.

END OF SECTION



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01500-1

SECTION 01500 - TEMPORARY FACILITIES AND CONTROLS

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Temporary facilities and controls required for this work include, but
are not necessarily limited to:

(1) Temporary utilities such as heat, water, electricity, and telephone.

(2) Field offices and sheds.

(3) Sanitary facilities.

(4) Enclosures such as tarpaulins, barricades, and canopies.

(5) Project sign.

(6) Fencing of the construction area.

(7) Haul roads.

1.1.2 Related work described elsewhere:

1.1.2.1
(1) Except that all equipment furnished by subcontractors shall comply with all

requirements of pertinent safety regulation, the ladders, plans, hoists, and
similar items normally furnished by the individual trades in execution of their
own portions of the work are not part of this section.

(2) Permanent installation and hook-up of the various utility lines are described
in the pertinent other sections of these specifications.

1.2 PRODUCT HANDLING

Use all means necessary to maintain temporary facilities and controls in proper and
safe condition throughout progress of the work.

1.3 JOB CONDITIONS

Make all required connections to existing utility systems with minimum disruption to
services in the existing utility systems.  When disruption of the existing services is required, do not
proceed without the Architect’s approval and, when required, provide alternate temporary services.

PART TWO - PRODUCTS

2.1 UTILITIES
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2.1.1 General: All temporary facilities shall be subject to the Architect’s approval.

2.1.2 Water:

2.1.2.1 Furnish and install all necessary temporary water lines and water supply and, upon
completion of the work remove all such temporary facilities.

2.1.2.2 The Owner will furnish all water needed for construction, at no cost to the
Contractor.

2.1.3 Electricity:

2.1.3.1 Furnish and install all necessary temporary wiring and, upon completion of the work,
remove all such temporary facility.

2.1.3.2 Furnish and install area distribution boxes so located that the individual trades may
use 30 m (100’) maximum length extension cords to obtain adequate power and artificial lighting
at all points where required for the work, for inspection and for safety.

2.1.3.3 The Owner will furnish all electricity needed for construction, at no cost to the
Contractor.

2.1.4 Heating: Provide and maintain all heat needed for proper conduct of all operations
included in the work.

2.1.5 Telephone: Make all necessary arrangements and pay all costs for operation and
installation of telephone service to the contractor’s office at the site.  Also provide phone for
subcontractor’s use which shall be located outside Project Office under weatherproof conditions.

2.1.6 Utilities for testing: Normal quantities of utilities required to make final test of
completely installed permanent systems will be furnished at no cost to the Contractor.

2.2 FIELD OFFICES AND SHEDS

2.2.1 Contractor’s facilities:

2.2.1.1 Provide a field office building and sheds adequate in size and accommodation for
all Contractor’s offices, supply and storage.

2.2.1.2 Within the Contractor’ facilities, provide enclosed space adequate for holding weekly
project meetings.  Furnish with all required tables, chairs, and utilities.  Include a lockable file
cabinet for Architect’s job log and other related material for Architect and Inspector’s use.

2.2.1.3 The entire facility, including furniture, will remain the property of the Contractor, and
shall be removed from the site after completion of the work.

2.2.1.4 Sanitary facilities: Provide temporary sanitary facilities in the quantity required, for
use of all personnel.  Maintain in a sanitary condition at all times.
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2.3 ENCLOSURES

Furnish, install, and maintain for the duration of construction all required scaffolds,
tarpaulins, barricades, canopies, warning signs, steps, bridges, platforms, and other temporary
construction necessary for proper completion of the work in compliance with all safety and other
regulations.

2.4 PROJECT SIGNS

2.4.1 Provide a construction project sign identifying the project and locate on project site
where indicated or directed.  The Construction project sign shall be in accordance with the sample
sign  shown on the drawing, sheet No. A-1.  Locate sign in a prominent location and maintain in
good condition until completion of the Project.  The sign shall include only the information shown
on the drawing.  No other information shall be included on this project sign.  The Architect will
provide specific information on the wording to be used.  Paint all surfaces of the sign with two coats
of flat exterior paint, and provide painted gloss enamel lettering of size and type indicated.  Colors
shall be as selected by Architect.

2.4.2 Allow no other sign or advertising of any kind on the job site except as specifically
approved in advance by the Architect.

2.5 FENCING OF THE CONSTRUCTION AREA 

2.5.1 General: Furnish and install a temporary fence around construction areas on the
site.

2.5.2 Construction: The temporary fence shall consist of woven wire mesh not less than
1.82 m (72”) in height, complete with metal posts and all required bracing, and with truck and
pedestrian gates as required.

2.6 HAUL ROADS

Provide and maintain all required access to the work from paved areas and other
routes, in strict accordance with all regulations governing the Contractor’s use of the site.

2.7 BULLETIN BOARD

In this general area, provide bulletin board for H.U.D. Labor Relations Material,
E.E.O., Wage Rates, etc., under a weatherproof clear cover.

PART THREE - EXECUTION

3.1 MAINTENANCE AND REMOVAL

Maintain all temporary facilities and controls as long as needed for the safe and
proper completion of the work.  Remove all such temporary facilities and controls as rapidly as
progress of the work will permit, or as directed by the Architect.



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01500-4

END OF SECTION



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 01700-1

SECTION 01700 - PROJECT CLOSEOUT

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included:

1.1.1.1 Provide for the Owner the following items:

(1) Warranties and guarantees;

(2) Shop Drawings;

(3) Operating and maintenance instructions;

(4) Certificates of inspection;

(5) Keys.

1.1.1.2 Upon completion of the Work of this Contract, transfer the recorded changes to
a set of Record Documents, as described in Article 3.1 below:

1.1.2 Related work described elsewhere:

(1) Submittals: Section 01300

1.2 QUALITY ASSURANCE

1.2.1 General: Delegate the responsibility for work to one person on the contractor’s
staff.

1.3 SUBMITTALS

1.3.1 Final submittal: Prior to submitting request for a final payment, submit the
specified item to the Architect and secure his approval.

1.4 PRODUCT HANDLING

Use all means necessary to maintain the specified items completely protected
from deterioration and from loss and damage until completion of the Work and transfer to the
Architect.  In the event of loss of recorded data, use all means necessary to secure the
replacement of the specified items.

PART TWO - PRODUCTS

2.1 SEE OTHER SECTIONS OF SPECIFICATIONS FOR ACTUAL PRODUCTS
NECESSARY.
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PART THREE - EXECUTION

3.1 RECORDS FOR THE OWNER

3.1.1 At his own expense, the Contractor shall accumulate the following data during
the job progress which shall be delivered to the Architect at job completion, before final
payment, for delivery to the Owner.  Contractors final payment will be approved and released
prior to receipt and review of these items by the Architect: 

(1) All warranties and guarantees and manufacturers’ directions on
equipment and material covered by the Contract.

(2) Approved fixture brochures, wiring diagrams and control diagrams.

(3) Copies of approved Shop Drawings.

(4) Operating instructions for heating and cooling and other mechanical
systems.  (One set shall be frames.)  Operating instructions shall also
include recommended maintenance and seasonal changeover
procedures.

(5) Any and all other data and/or Drawings required during construction.

(6) Repair parts list of all major items and equipment including name,
address, and telephone number of local supplier or agent.

(7) Certificates of Inspection:

a. Building;

b. Electrical;

c. Plumbing and Mechanical.

(8) Keys:

a. Tagged and properly identified keys.

b. All master keys.

(9) Record Drawings: Transfer and record all field changes or alterations to a
set of drawings of the project.  Submit (1) set of prints and (1) set of
reproducible prints to owner prior to final payment request.

3.2 GUARANTEE SERVICE

3.2.1 Guarantee:
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3.2.1.1 The contractor shall furnish the Architect the name, address and telephone
number of those persons responsible for service on systems and equipment covered by the
“Guarantee”.  The persons named shall be located locally to the job, and telephone calls from
the Project shall not be toll calls.

3.2.1.2 Should the Contractor not have a locally established place of business, he shall
prepare and execute with a local service company, approved by the Architect, a service
contract satisfactory to the Owner.  This service company should have proper capability and full
authority to handle all guarantee period service without prior approval from the Contractor.

3.3 MAINTENANCE AND OPERATING MANUALS

3.3.1 Contractor shall furnish the Owner through the Architect three (3) copies of
operating instructions and maintenance recommendations for all equipment, including that
installed by the Contractor’s own forces, and that installed by his subcontractors.

3.3.2 Operating instructions and maintenance recommendations shall be furnished in
a form approved by the Architect and shall be neatly typewritten complete and bound into an
operations and maintenance manual.

3.3.3 These manuals shall be prepared and transmitted to the Architect for approval
so that manuals can be given to the Owner not less than thirty (30) days prior to job completion
date.

3.3.4 The work covered by these manuals will not be accepted or checked for final
acceptance until Owner has received the manuals described above.

3.4 SCHEMATIC PIPING DIAGRAMS

3.4.1 The Contractor shall prepare a separate schematic piping diagram of each
chilled water system, heated water system, condenser water system, complete with all
equipment, valves, and piping.  Valve tap numbers as installed shall be indicated on the
diagrams.

3.4.2 The schematic piping diagrams shall be furnished in a form approved by the
Architect and shall be transmitted to the Architect for approval so that they can be given to the
Owner not less than thirty (30) days prior to the job completions date.

3.5 SPARE PARTS DATA

The General Contractor shall furnish duplicate copies of spare parts data for all
equipment furnished and installed under this Contract.  The data shall be in the form of an
equipment manufacturer’s spare parts catalog and an operation and maintenance manual. 
Accompanying the spare parts catalog shall be a list indicating the quantity of each spare part
which the equipment manufacturer recommends as required to insure efficient operating
capability for a period of 180 days.  This list shall also indicate the unit price of each spare part. 
Furnishing this data is not to relieve the General Contractor or manufacturer of responsibility for
guarantees of installed equipment provided for in the Contract, nor is it intended to modify trade
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practices which normally provide spare parts with the purchase of the equipment.

3.6 FINAL INSPECTION

3.6.1 The purpose of the final inspection is to determine whether the contractor has
completed the work in a proper and workmanlike manner, that he has installed the work in
accordance with the intent of the Drawings and Specifications, and whether, in the Architect’s
opinion, the work is satisfactory for the Owner’s acceptance.

3.6.2 It shall be the duty of the Contractor to personally make a special inspection trip
as a whole, assuring himself that the work in the project is ready for final acceptance, before
calling upon the Architect to make a final inspection.

3.6.3 In order not to delay final acceptance of the work, the Contractor shall collect all
necessary bonds, guarantees, receipts, affidavits, etc., called for in the various articles of this
Specification, prepared and signed in advance, and together with a letter of transmittal, listing
each paper included, shall deliver the same to the Architect at or before the time of said final
inspection.  The Contractor is cautioned to check over each bond, receipt, etc., before
preparing same for submission to see the terms check with the requirements of the
Specification.

END OF SECTION
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SECTION 06010 - LUMBER

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Provide all wood, nails, bolts, screws, framing anchors, and
other rough hardware, and all other items needed for rough and finished carpentry in this
work but not specifically described in other sections of these specifications.

1.2 QUALITY ASSURANCE

1.2.1 Standards: Comply with all pertinent codes and regulations, and with the
standards listed in this Section 01085.

1.2.2 Conflicting requirements: In the event of conflict between pertinent codes and
regulations and the requirements of the referenced standards or these specifications, the
provisions of the more stringent shall govern.

1.3 SUBMITTALS

Make all proposals for substitution in strict accordance with the provisions of
section 01300 of these specifications.

1.4 PRODUCT HANDLING

1.4.1 Protection:

1. Use all means necessary to protect lumber materials before, during,
and after delivery to the job site, and to protect the installed work and
materials of all other trades.

2. Deliver the materials to the job site and store, all in a safe area, out
of the way of traffic and shored up off the ground surface.

3. Identify all framing lumber as to grades, and store all grades
separately from other grades.

4. Protect all metal products with adequate waterproof outer wrappings.

5. Use extreme care in the off-loading of lumber to prevent damage,
splitting, and breaking materials.

1.4.2 Replacements: In the event of damage, immediately make all repairs and
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replacements necessary to the approval of the Architect and at no additional cost to the
Owner.

PART TWO - PRODUCTS

2.1 GRADE STAMPS

2.1.1 Framing lumber: Identify all framing lumber by the grade stamp of the West
Coast Lumber Inspection Bureau.

2.1.2 Plywood: Identify all plywood as to species, grade and glue type by the stamp
of the American Plywood Association.  Plywood shall bear stamp with PS I-83.

2.1.3 Other: Identify all other materials of this section by the appropriate stamp of
the agency listed in the reference standards, or by such other means as are approved by
the Architect.

2.2 MATERIAL

All material, unless otherwise specifically approved in advance by the
Architect, shall meet or exceed the following:

Item Description 

Sills: Pressure-treated Douglas Fir #2 or better

Studs: Douglas Fir Structural #2

Posts and beams: Douglas Fir Coast Region, 
Structural Number 1

All other horizontal framing members: Douglas Fir-Larch, Structural #2

All other vertical framing members: Douglas Fir-Larch, Structural #2

Plywood:
Concealed sheathing: Exposure 1, ½", 32/16 index

2" and 3" decking: Douglas Fir-Hemlock, Select, V-bevel

Exterior wood trim: Redwood 1x4 S4S

Interior wood trim:

Base: Douglas Fir, select clear or paint grade
birch
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Door and window casing: Douglas Fir, select clear or paint grade
birch

Closet shelves: Plywood A-B Grade, Interior, 3/4" x 18, 
3/4" x 24" with hardwood edge band

Clothes poles: Douglas Fir, 1 3/8" Diameter

Wood preservative: Ammonialcol copper arsenite, or 5%
solution or pentachlorophenol

Steel hardware: ASTM A7 or A36 (use galvanized at
exterior locations)

Machine bolts: ASTM A307

Lag bolts: Fed. Spec. FF-B-561

Nails: Common (except as noted), Fed. Spec. 
FF-N-1-1 (use galvanized at exterior
locations)

Joist hangers: Simpson, or approved equal.

2.3 OTHER MATERIALS

All other materials, not specifically described but required for a complete and
proper installation as indicated on the Drawings, shall be new, suitable for intended use,
and subject to the approval of the Architect.

PART THREE - EXECUTION

3.1 DELIVERIES

3.1.1 Stockpiling: Stockpile all materials sufficiently in advance of need to ensure
their availability in a timely manner for this work.

3.1.2 Delivery schedule: Make as many trips to the job site as are necessary to
deliver all materials of this section in a timely manner to ensure orderly progress of the total
work.

3.2 COMPLIANCE

Do not permit materials not complying with the provisions of this section of
these specifications to be brought onto or to be stored at the job site.  Immediately remove
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from the job site all non-complying materials and replace them with materials meeting the
requirements of this section.

END OF SECTION
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SECTION 06100 - ROUGH CARPENTRY

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Install all wood framing indicated on the Drawings or required
for a complete and operable facility.

1.1.2 Related work described elsewhere:

Lumber Section 06010

1.2 QUALITY ASSURANCE

1.2.1 Qualifications of workmen: Provide sufficient workmen and supervisors who
shall be present at all time during executing of this portion of the Work, and who shall be
thoroughly familiar with the type of construction involved and the materials and techniques
specified.

1.2.2 Rejection: In the acceptance or rejection of rough carpentry, the Architect will
make no allowance for lack of skill on the part of the workmen.

1.3 PRODUCT HANDLING

1.3.1 Protection:

1.3.1.1 Store all materials in such a manner as to ensure proper ventilation and
drainage, and to protect against damage and the weather.

1.3.1.2 Keep all materials clearly identified with all grade marks legible.  Keep all
damaged material clearly identified as damaged, and store separately to prevent its
inadvertent use.

1.3.1.3 Do not allow installation of damaged or otherwise non-complying material.

1.3.1.4 Use all means necessary to protect the installed work of other trades.

1.3.2 Replacements: In the event of damage, immediately make all repairs and
replacements necessary to the approval of the Architect and at not additional cost to the
Owner.

PART TWO - PRODUCTS
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(No Products are required for this Section.)

PART THREE - EXECUTION

3.1 INSPECTION

Examine the areas and conditions under which work of this Section will be
installed.  Correct conditions detrimental to the proper and timely completion of the Work.
Do not proceed until unsatisfactory conditions have been corrected.

3.2 WORKMANSHIP

3.2.1 General: All rough carpentry shall produce joints true, tight, and well nailed,
with all members assembled in accordance with the Drawings and will all pertinent codes
and regulations.

3.2.2 Selection of lumber pieces:

3.2.2.1 Carefully select all members.  Select individual pieces so that knows and
obvious defects will not interfere with placing bolts or proper nailing or making corrections.

3.2.2.2 Cut out and discard all defect which will render a pieces unable to serve its
intended function.  Lumber may be rejected by the Architect, whether or not it has been
installed, for excessive warp, twist, bow, crook, mildew, fungus, or mold, as well as for
improper cutting and fitting.

3.2.3 Shimming: Do not shim sills, joist, short studs, trimmers, headers, lintels, or
other framing components.

3.3 TREATED LUMBER

3.3.1 General: Use only treated lumber for all wood bucks and nailing grounds
(other than Foundation grade Redwood) in, or in contact with, concrete.

3.3.2 Treatment:

3.3.2.1 All pressure treated wood shall bear AWPB Identification stamps.

3.3.2.2 Perform all treatment in strict in accordance with the published
recommendations of the manufacturer of the treatment preservative.

3.4 GENERAL FRAMING

3.4.1 General:
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3.4.1.1 In addition to all framing operations normal to fabrication and erection
indicated on the Drawings, install all backing required for work of other trades.

3.4.1.2 Set all horizontal or sloped members with crown up.

3.4.1.3 Do not notch, bore, or cut members for pipes, ducts, conduits, or other
reasons except as shown on the Drawings or specifically approved in advance by the
Architect.

3.4.2 Bearings:

3.4.2.1 Make all bearings full unless otherwise indicated on the Drawings.

3.4.2.2 Finish all bearing surfaces on which structural members are to rest so as to
give sure and even supports.  Where framing members slope, cut or notch the ends as
required to give uniform bearing surface.

3.5 BLOCKING AND BRIDGING

3.5.1 Blocking:

3.5.1.1 Install all blocking required to support all items of finish including draperies
and to cut off all concealed draft openings, both vertical and horizontal, between ceiling
and floor areas.

3.5.1.2 Fire-blocks, when of wood, shall be two inches (nominal) in thickness by the
full width of the opening being blocked.

3.5.1.3 Fire-block in the following specified locations:

(1) In all stud walls at ceiling and floor levels;
(2) In all stud walls, including furred spaces so that the maximum

dimension of each concealed space is not more than eight feet;
(3) All other locations where openings could afford passage for rodents

or flames.  Fire stopping shall conform to “CBC”, South East Corner:
2516 (f).

3.5.2 Bridging:

3.5.2.1 Install wood cross bridging of not less than two inches by three inches
nominal, metal cross bridging of equal strength, or solid blocking between joists where the
span exceeds eight feet.

3.5.2.2 The distance between a line of bridging and a bearing shall not exceed eight
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feet.

3.5.2.3 Cross bridging may be omitted for roof and ceiling joists eight inches nominal
in depth where the omission is permitted by Code, except where otherwise indicated on
the Drawings. 

3.5.2.4 Install solid blocking between joists at all points of support and wherever
sheathing or flooring is discontinuous.

3.5.2.5 Blocking may be omitted where joists rest on ribbons and are nailed to studs,
and where joists are supported on metal hangers.

3.5.3 Backing: Install all backing required to support finish Hardware items.

3.6 BUILT-UP BEAMS

Use no less than two joists spiked together to support partitions running
parallel to the joists, provided however that where necessary to permit passage of pipes
such joists may be separated by solid blocking spaced at no more than four feet on
centers.

3.7 STUD WALLS AND PARTITIONS

3.7.1 Studs: Make all studs single length, unspliced, and platform framed.

3.7.2 Corners and intersections: Unless otherwise indicated on the Drawings,
frame all corners and intersections with three or more studs and all required bearing for
wall finish.

3.8 ALIGNMENT

On all framing members to receive a finished wall or ceiling, align the finish
subsurface to vary not more than 1/8 inch from the plane of surfaces of adjacent framing
and furring members.

3.9 INSTALLATION OF PLYWOOD SHEATHING

3.9.1 Placement:

3.9.1.1 Place all plywood with face grain perpendicular to supports and continuously
over at least two supports, except where otherwise specifically indicated on the Drawings.

3.9.1.2 Center joists accurately over supports.  Unless otherwise specifically shown
on the Drawings, stagger the end joists of plywood panels to achieve a minimum of
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continuity of joints.

3.9.2 Protection of plywood: Protect all plywood from moisture by use of all
required waterproof coverings until the plywood has in turn been covered with the next
succeeding component or finish.

3.10 FASTENING

3.10.1 Nailing:

3.10.1.1 Use only common wire nails or spikes of the dimension shown on the Nailing
Schedule, except where otherwise called for on the Drawings.

3.10.1.2 For conditions not covered in the Nailing Schedule, provide penetration into
the piece receiving the point of not less than ½ the length of the nail or spike provided,
however, that 16d nails may be used to connect two pieces of two inch nominal thickness.

3.10.1.3 Do all nailing without splitting the wood.  Pre-bore as required.  Replace all
split members.

3.10.2 Bolting: Drill holes 1/16 inch larger in diameter than the bolts being
used.  Drill straight and true from one side only.  Bolt threads shall not bear on wood.  Use
washers under head and nut where both bear on wood; use washers under all nuts.

3.10.3 Screws: For lag screws and wood screws, pre-bore holes same
diameter as root of thread; enlarge holes to shank diameter for length of shank.  Screw,
do not drive, all lag screws and wood screws.

3.11 NAILING SCHEDULE

Unless other indicated on the Drawings or required by pertinent codes and
regulations, provide at least the following nailing:

Blocking to joist bearing: Two 10d toenailed each side

Blocking to joist or stud: Two 10d toenailed each side

One inch brace to stud: Two 8d face nailed

Two inch brace to stud: Two 16d face nailed

Bridging to joist: Two 8d toenailed
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Built-up beams eight inches or less
in depth: 16d @ twelve inches on centers,

staggered

Joists and rafters:
to support -
at laps (twelve inches minimum) -
multiple joists -

Two 10d toenailed each side
Four 16d face nailed
16d @ twelve inches on centers,
staggered

Joists to sill or girder: Two 10d toenailed

One inch furring to underside of joists: Two 8d (one straight, one slanted)

Studs toenailed to plate: Two 10d each side

Studs end nailed to plate: Two 20d

Studs nailed together: 16d @ twelve inches on centers,
staggered

Plates:
Upper to lower -
At splices -
Plate lap at corners -

16d @ twelve inches on center,
staggered
Two 16d face nailed
Two 16d face nailed

3.11.1 The use of machine nailing is subject to a satisfactory jobsite
demonstration for each project and the approval by the project architect or structural
engineer and the enforcement agency.  The approval is subject to the continued
satisfactory performance.  Machine nailing will not be accepted in 5/16-inch plywood.  If
nailheads penetrate the outer ply more than would be normal for hand hammer, or if
minimum allowable edge distances are not maintained, the performance will be deemed
unsatisfactory.

3.12 NOT USED

3.13 CLEANING UP

3.13.1 General: Keep the premises in a neat, safe, and orderly condition at
all times during execution of this portion of the work, free from accumulation of sawdust,
cut ends, and debris.

3.13.2 Sweeping:

3.13.2.1 At the end of each working day, and more often if necessary, thoroughly
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sweep all surfaces where refuse from this portion of the work has settled.

3.13.2.2 Remove the refuse to the area of the job site set aside for its storage.

3.13.2.3 Upon completion of this portion of the work, thoroughly broom clean all
surfaces.

END OF SECTION
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SECTION 08111 - STOCK HOLLOW METAL WORK

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Provide all standard and non-standard steel doors and steel
door and window frames, complete, in place, not specifically described in other sections
of these specifications, but indicated on the drawings, or otherwise required for a complete
and operable facility.

1.2 QUALITY ASSURANCE

1.2.1 Standards: Comply with standards specified herein and as listed in Section
01085.

1.2.2 Qualifications of manufacturers:

1.2.2.1 Products used in the work of this section shall be produced by manufacturers
regularly engaged in manufacture of similar items and with a history of successful
production acceptable to the Architect.

1.2.2.2 Approved manufacturers - Metal door frames:

1 Ceco
2 American Standard “Steelcraft”
3 Dittco

1.2.3 Qualification of installers: Use adequate numbers of skilled workmen who are
thoroughly trained and experienced in the necessary crafts and who are completely familiar
with the specified requirements and the methods needed for proper performance of the
work of this section.

1.2.4 Single source: All work of this section shall be produced by a single
manufacturer unless otherwise approved by the Architect.

1.3 SUBMITTALS

1.3.1 General: Comply with provisions of Section 01300.

1.3.2 Manufacturer’s data: Within date specified in Section 01300 after award of
Contract, submit:

(1) Complete materials list of all items proposed to be furnished and
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installed under this section.
(2) Manufacturer’s specifications and other data required to demonstrate

compliance with specified requirements.
(3) Shop drawings showing details of each frame type elevations of each

door design type, details of all openings, and all details of
construction, installation, and anchorage.

(4) Manufacturer’s recommend installation procedures.

The manufacturer’s recommended installation procedures will become the
basis for inspecting and accepting or rejecting actual installation procedures used on the
work.

1.4 PRODUCT HANDLING

1.4.1 Protection: Use all means necessary to protect materials of this section
before, during, and after installation and to protect installed work and materials of all other
trades.

1.4.2 Replacements: In the event of damage, immediately make all repairs and
replacements necessary to the approval of the Architect and at no additional cost to the
Owner.

PART TWO - PRODUCTS

2.1 MATERIALS

2.1.1 Steel doors and frames: Doors and frames shall be manufactured by the
approved manufacturers, complete with door silencers, anchors, weatherstripping and
other accessories for complete installation.  The contractor shall install glass or Louvers
in doors, where noted.

2.1.2 NOT USED

2.1.3 Metal door frames:

(1) Frames shall be formed 16 gauge cold rolled steel and shall have
corners welded and ground smooth.  Frames shall have one coat of
rust-inhibiting prime paint capable to passing a 120 hour salt spray
test in accordance with Federal Standard 141 or ASTM specification
B1117 and a 250 hour humidity test in accordance with specification
D1735.

(2) Frames shall be supplied with rubber silencers (3) per strike jamb and
(2) per head for double openings for field application after finish
painting.
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(3) Frames shall have 9 gauge steel hinge reinforcement plates.
Reinforcement for surface closer shall be 12 gauge.  Proper
reinforcement shall be provided for other hardware when required.

(4) Each frame in stud partitions shall have 16 gauge, steel anchor clips
(3 min. per side) of the type particularly designed for use in wood
frame construction. 

2.2 FABRICATION

2.2.1 General:

2.2.1.1 Fabricate steel door and frame units to be rigid, neat in appearance and free
from defects, warp or buckle.  Accurately form metal to required sizes and profiles.

2.2.1.2 Wherever practicable, fit and assemble units in the manufacturer’s plant.
Clearly identify work that cannot be permanently factory-assembled before shipment, to
assure proper assembly at the site.

2.2.1.3 Fabricate exposed faces of doors and panels from only cold-rolled steel.

2.2.1.4 Fabricate frames, concealed stiffeners, reinforcement, edge channels,
louvers, and moldings from either cold-rolled or hot-rolled steel.

2.2.2 Exposed fasteners: Provide countersunk flat Phillips or Jackson heads for
exposed screws and bolts.

2.2.3 Finish hardware preparation:

2.2.3.1 Prepare hollow metal units to received mortised and concealed finish
hardware, including cutouts, reinforcing, drilling and tapping in accordance with final Finish
Hardware Schedule and templates provided by hardware suppliers.  Comply with
applicable requirements of ANSI A115.

2.2.3.2 Reinforce hollow metal units to receive surface-applied hardware.  Drilling
and tapping for surface-applied finish hardware may be done at site.

2.2.3.3 Locate finish hardware in accordance with “Recommended Locations for
Builders Hardware”, published by the National Builders Hardware Association.

2.2.4 Shop painting:

2.2.4.1 Clean, treat and paint exposed surfaces of fabricated hollow metal units,
including galvanized surfaces.
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2.2.4.2 Clean steel surfaces of mill scale, rust, oil, grease, dirt, and other foreign
materials before the application of the shop coat of paint.

2.2.4.3 Apply shop coat of prime paint of even consistency to provide a uniformly
finished surface ready to receive field-applied paint.

PART THREE - EXECUTION

3.1 INSPECTION

Examine the areas and conditions under which work of this section will be
installed.  Correct conditions detrimental to the proper and timely completion of the work.
Do not proceed until unsatisfactory conditions have been corrected.

3.2 INSTALLATION

3.2.1 General: Install hollow metal units and accessories in accordance with
manufacturer’s data, and as herein specified.

3.2.2 Door installation:

3.2.2.1 Fit doors accurately in their respective frames, within clearances specified in
S.D.I. 100.

3.2.2.2 Place fire-rated doors with clearances as specified in manufacturer’s
instructions.

3.3 ADUST AND CLEAN

3.3.1 Final adjustments: Check and re-adjust operating finish hardware items in
hollow metal work just prior to final inspection.  Leave work in complete and proper
operating condition.  Remove and replace defective work, including doors or frames which
are warped, bowed, or otherwise damaged.

3.3.2 Prime coat touch-up: Immediately after erection, sand smooth all rusted and
damaged areas of prime coat and apply touch-up of compatible air-drying primer.

END OF SECTION
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SECTION 08710 - FINISH HARDWARE

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Furnish and deliver to the job site all finish hardware required
to complete the work as indicated on the Drawings and specified herein.  Provide all trim
attachments, and fastenings specified or required for proper and complete installation.

1.2 QUALITY ASSURANCE

1.2.1 Standards: Comply with standards specified herein listed in Section 01085.

1.2.2 NOT USED

1.2.3 Fire rated openings: Comply with the requirements of Underwriter’s
Laboratories, Inc.

1.3 SUBMITTALS

1.3.1 General: Comply with the provisions of Section 01300.

1.3.2 Product data: Within date specified in Section 01300 after award of Contract,
submit:

(1) Complete materials list of all items proposed to be furnished and
delivered under this Section.

A Identify each hardware item by manufacturer, manufacturer’s
catalog number, and the location of the item in the Work.

B Make the list in form suitable for ready checking by the
Architect.

(2) Manufacturer’s specifications, catalog cuts, and other data required
to demonstrate compliance with specified requirements.

Approval of the hardware list by the Architect shall not relieve the Contractor
from the responsibility for furnishing all required finish hardware.

1.3.3 Samples: Within 15 calendar days after being so requested by the Architect,
deliver to the Architect samples of each finish hardware item.
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1.3.4 Templates: In a timely manner to ensure orderly progress of the Work, deliver
templates or physical samples of the approved finish hardware items to pertinent
manufacturers of interfacing items such as door and frames.

1.4 PRODUCT HANDLING

1.4.1 Packing and marking: Individually package each unit of finish hardware,
complete with proper fastenings and appurtenances, clearly marked on the outside to
indicate the contents and specific locations in the Work.

1.4.2 Protection: Use all means necessary to protect materials of this Section
before, during, and after delivery of the job site and to protect the Work and materials of
all other trades.

1.4.3 Replacements: In the event of damage, immediately make all repairs and
replacements necessary to the approval of the Architect and at no additional cost to the
Owner.

PART TWO - PRODUCTS

2.1 GENERAL

2.1.1 Proprietary products: References to specific proprietary products are used
to establish minimum standards of utility and quality.  Unless otherwise approved by
Architect, provide only the specific products.  Design is based on the materials specified.
Other materials may be considered by the Architect in accordance with the provisions of
Section 01300.

2.1.2 Approved manufacturers:
NOTE: See Section 3.5 for product numbers.

(1) Hinges: McKinney Hinges
(2) Locks/Deadbolts: Yale, Schlage

 (3) Closers: LCN, Russwin, Norton, Yale
(4) Cylinders: Match existing at school - scalage 6 pin (verify)
(5) Kickplates: Builder Brass Works, Quality
(6) Stops: Builder Brass Works
(7) Thresholds: Pemko, All Metal, Builders Brass Works

2.1.3 Fasteners:

2.1.3.1 Furnish all finish hardware with all necessary screws, bolts, and other
fasteners of suitable size and type to anchor the hardware in position for long life under
hard use.  Provide screws long enough to penetrate (E) framing by 1" where applicable for
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proper anchorage.

2.1.3.2 Furnish fastenings where necessary with expansion shields, toggle bolts, sex
bolts, and other anchors approved by the Architect, according to the material to which the
hardware is to be applied and the recommendations of the hardware manufacturer.

2.1.3.3 All fastenings shall harmonize with the hardware as to material and finish.

2.1.4 Finishes of all hardware shall match the finish of the lock sets.  Take special
care to coordinate all of the various manufactured items furnished under this Section, to
ensure acceptable uniform finish.

2.2 MATERIALS

2.2.1 Hinges:

2.2.1.1 All doors are required to swing 180 degrees, furnish hinges of sufficient throw
and depth to clear the trim and provide offset hinges as required.

2.2.1.2 Furnish continuous surface mounted hinges system installed on existing
jambs.

2.2.2 Lockets and latchets

2.2.2.1 All lockets and latchets shall be heavy duty bored, and shall have minimum
of (6) pins, unless specified otherwise.  Keyways to match existing school keyways. 

2.2.2.2 Exit doors shall be openable from inside without the use of key or any special
knowledge or effort.

2.2.3 Door closers

2.2.3.1 Furnish parallel arms at all outswinging exterior doors and at interior doors.
Provide long arms to allow doors to open a full 180 degrees.  Mount all closers on door
faces on interior side of all rooms, no matter the direction of swing.  Do not install on
corridor or exterior.

2.2.3.2 Size the closers in accordance with the manufacturer’s recommendations as
approved by the Architect.

2.2.3.3 Furnish/install sex bolts for all closers to be mounted on doors.

2.2.4 Kickplates and push plates shall be 20 gauge brushed chrome on the door
schedule in the drawings.  Countersink the screw holes and furnish matching wood screws.
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2.2.5 Door silencers: Furnish silencers for door frames at the rate of three (3) for
each single door and four for each pair of doors except weatherstipped doors and door
with light seals or sound seals.

2.2.6 Door stops: Furnish door stops of height to engage the doors or lock set.

2.2.7 Miscellaneous: All other items, not specifically described but required for a
complete and proper installation of finish hardware, shall be as selected by the Contractor
subject to the approval of the Architect.

2.3 KEYING

2.3.1 Masterkeying: Factory key, masterkey, grand-masterkey, and great-grand-
masterkey for all locks and cylinders as directed by the owner.  Integrate new locks into
existing key system of school.

2.3.2 Number of keys: Furnish three keys for each lock, twelve master keys for
each set, three grand-masterkeys, and three great-grand-masterkeys.

2.3.3 Construction keying: Furnish a construction masterkey system with 15 keys
for locks and cylinders.  Use only the construction keys during construction.

2.3.4 Identification and delivery: Factory stamp permanent keys “DO NOT
DUPLICATE” identify permanent keys with tags and send direct to the Owner by registered
mail.

2.4 TOOLS AND MANUALS

With the delivery of the permanent keys, deliver to the Owner one complete
set of adjustment tools, and one set of maintenance manuals for lockets, latchets, closers,
and panic devices.

PART THREE - EXECUTION

3.1 DELIVERIES

Stockpile all items sufficiently in advance to ensure their availability, and
make all necessary deliveries in a timely manner to ensure orderly progress of the total
Work.

3.2 INSPECTION AND INSTALLATION

Upon completion of the installation, and as a condition of its acceptance,
visually inspect all finish hardware furnished under this Section and place in optimum
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working condition.

3.3 KEY CHANGING

At the time of final acceptance of the Work, void the construction key system
and, in the presence of the Architect, demonstrate that the specified keying system is
operating properly.

3.4 NOT USED

3.5 PRODUCT NUMBERS

Design is based on use of products manufactured by the companies with
corresponding catalog numbers listed under each division below.  These manufacturers
are given as an indication of the quality and style desired.  Equal products by other
manufacturers approved by the Architect will be acceptable in accordance with the general
conditions.

3.5.1 Hinges: US 26D

Hinges

McKinney Hinges #TB2714 - NRP @ Ext Doors 4½ x 4½

3.5.2 Schlage: ND75PD or equal for keying to existing school system locksets with
IC Cores, meeting DSA and Ed Code standards for security locking from
inside office. Rhodes lever handle to match existing. 

3.5.3 Closers: US 26D

Overhead Type: LCN 4040 meeting newest T24/ 2013 CBC requirment s for
closing operations and foce.

Note: Provide parallel arms on all closers.  Mount on door with sex bolts.
Adjust operating force to 5 lbs (interior doors) and 8½ lbs. (exterior
doors).  Provide extra length arms to allow doors to swing 180
degrees.

3.5.4 NOT USED

3.5.5 Push and Pulls: US 26D (unless noted otherwise)

(1) Exterior Doors - Builders Brass 290-9
(2) Interior Doors - Builders Brass 49, 49 x 290
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3.5.6 Kickplates: US26D 

Builders Brass #37 Series, 20 gauge 10" x 34"

3.5.7 Holders: (Exterior) US26D

3.5.8 Stops: US26D

Builders Brass W9, F086

Note: Wall type should always be used unless door positions require
otherwise.

3.5.9 Thresholds:

Pemko 274A mill finish aluminum.  Sized as required.
Door Bottom: Pemko 183AU

3.5.10 Latch Protector: US26D

Builders Brass #9615-1 or as trim allows

3.5.11 Weatherstripping:

All exterior doors, Pemko 292PAU

END OF SECTION
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SECTION 09100 - LATH AND PLASTER

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Lath and plaster required for this work is limited to exterior
soffits and walls where shown on the Drawings and specified herein.

1.1.2 Related work described elsewhere:

1. Gypsum Wallboard System Section 09260

1.2 QUALITY ASSURANCE

1.2.1 Standards: Comply with standards specified herein and as listed in Section
01085.

1.2.2 Qualifications of manufacturers: Products used in the work of this Section
shall be produced by manufacturers regularly engaged in manufacture of similar items and
with a history of successful production acceptable to the Architect.

1.2.3 Qualifications of installers: Use adequate numbers of skilled workmen who
are thoroughly trained and experienced in the necessary crafts and who are complete
familiar with the specified requirements and the methods needed for proper performance
of the work of this Section.

1.2.4 Codes and reference standards: In addition to complying with all pertinent
codes and regulations, comply with the materials handling and workmanship provisions of
“Reference Specifications” of the California Lathing and Plastering Contractors Association,
latest addition.

1.3 SUBMITTALS

1.3.1 General: Comply with provisions of Section 01300.

1.3.2 Product data: Within date specified in Section 01300 after award of the
Contract, submit:

1 Complete materials list of all items proposed to be furnished and
installed under this Section.

2 Manufacturer’s specifications and other data required to demonstrate
compliance with specified requirements.

3 Manufacturer’s recommended installation procedures, which when
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approved by the Architect, will become the basis for inspecting and
accepting or rejecting actual installation procedures used on work.

4 Samples of the proposed texture and accessories.

1.4 PRODUCT HANDLING

1.4.1 Delivery and storage: Deliver the materials in their original unopened
containers with all labels intact and legible at time of use.  Store in strict accordance with
the manufacturer’s recommendations as approved by the Architect.

1.4.2 Protection: Use all means necessary to protect materials of this Section
before, during, and after installation and to protect the work and materials of all other
trades.

1.4.3 Replacements: In the event of damage, immediately make all repairs and
replacements necessary to the approval of the Architect and at no additional cost to the
Owner.

PART TWO - PRODUCTS

2.1 METAL MEMBERS

2.1.1 Steel Channels: NOT USED

2.1.2 Metal plastering accessories: All screeds and other metal accessories shall
be standard shapes for their intended use and shall be fabricated from 26 gauge or heavier
hot dopped zinc galvanized steel, prime-coated unless otherwise specifically approved by
Architect, and coated with a protective material to permit removal of overspray at
completion of plastering.

2.1.3 Hangers: NOT USED

2.1.4 Metal Lath shall be a paper backed metal lath welded or woven in such a
manner as to provide not less than 1/4" keying between wire and paper backing, or keying
shall be obtained by a uniform series of slots in a paper separator woven between two
layers of wire.  All metal lath shall be subject to the approval of the Architect.

2.2 PLASTER

2.2.1 Cement for plaster shall be portland cement conforming to ASTM C150, type
I.  No plastic cement will be permitted unless specifically approved in advance by the
Architect.

2.2.2 Lime used for plaster shall be dry hydrated lime conforming to ASTM C206.
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Lime putty, if used, shall weigh no more and 83 lbs. Per cubic foot.

2.2.3 Sand used for plaster shall be clean and well graded from course to fine, and
shall conform to ASTM C144.

2.2.4 Water used for plaster shall be clean and potable, free from deleterious
amounts of acid, alkali, and organic materials.

2.4 OTHER MATERIALS

All other materials, not specifically described but required for a complete and
proper installation of the work of this Section, shall be as selected by the Contractor subject
to the approval of the Architect.

PART THREE - EXECUTION

3.1 INSPECTION

Examine the areas and conditions under which work of this Section will be
installed.  Correct conditions detrimental to the proper and timely completion of the Work.
Do not proceed until unsatisfactory conditions have been corrected.

3.2 INSTALLATION OF FRAMING

3.2.1 Coordination: Carefully coordinate with all other trades.  Ensure full and
ample provision in the work of other trades to accept the work of this Section.  Provide
embedded wire supports as necessary.

3.2.2 Installation: Install the metal members as indicated on the Drawings,
anchoring all components firmly into position.

3.3 LATHING

Install the approved metal lath in strict accordance with the manufacturer’s
recommendations as approved by the Architect.

3.4 PLASTERING

3.4.1 General: Perform all mixing, plastering, and plaster curing in strict accordance
with the provisions of the reference standards.

3.4.2 Scratch coat: Apply the scratch with sufficient material and force to form good
keys, embedding and filling all spaces of the netting.  Score to received brown coat.
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3.4.3 Brown coat:

3.4.3.1 Do not apply the brown coat sooner than 48 hours after installation of the
scratch coat.

3.4.3.2 Apply the brown coat to the scratch coat.  Bring out the grounds, straighten
to a true surface, and leave sufficiently rough to ensure adequate bond of the finish coat.

3.4.4 Finish coat:

3.4.4.1 Do not apply the finish coat sooner than seven days after installation of the
brown coat.

3.4.4.2 Apply a medium textured dash finish coat in a pattern approved by the
Architect.  Finish shall have integral color as selected by Architect.

3.4.5 Tolerances: Finish all plaster true and even within a tolerance of one in 500,
leaving the finished surface free from tool marks and all other blemishes.

3.4.6 Cleaning metal accessories: Wire all metal accessories clean after
application of each coat.

3.6 CLEANING AND PROTECTION

3.6.1 General: In addition to all other protection, protect all adjacent finished
surfaces from the accidental application of plaster.

3.6.2 Cleaning up: In addition to the requirements under Section 01070, upon
completion of the work of this Section, promptly inspect all adjacent surfaces and remove
all traces of spilled and splashed plaster

END OF SECTION
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SECTION 09260 - GYPSUM WALLBOARD SYSTEM

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Provide all gypsum drywall and accessories, complete, in
place, as shown on the Drawings and specified herein, and needed for a complete and
proper installation.

1.1.2 Related work described elsewhere:

1 Wood framing: Section 06100

1.2 QUALITY ASSURANCE

1.2.1 Standards: Comply with standards specified herein and as listed in Section
01085.

1.2.2 Qualifications of manufacturers: Products used in the work of this Section
shall be produced by manufacturers regularly engaged in manufacture of similar items and
with a history of successful production acceptable to the Architect.

1.2.3 Qualifications of installers: Use adequate members of skilled workmen who
are thoroughly trained and experienced in the necessary crafts and who are completely
familiar with the specified requirements and the methods needed for proper performance
of the work of this Section.

1.3 SUBMITTALS

1.3.1 General: Comply with the provisions of Section 01300.

1.3.2 Manufacturer’s data: Within date specified in Section 01300 after award of
Contract, submit:

1 Complete materials list of all items proposed to be furnished and
installed under this Section.

2 Manufacturer’s specifications and other data required to demonstrate
compliance with specified requirements.

3 Manufacturer’s recommended installation procedures.

The manufacturer’s recommended installation procedures, when approved
by the Architect, will become the basis for inspecting and accepting or rejecting actual
installation procedures used on the work.
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1.4 PRODUCT HANDLING

1.4.1 Protection: Use all means necessary to protect materials of this Section
before, during, and after installation and to protect installed work and materials of all other
trades.

1.4.2 Replacement: In the event of damage, immediately make all repairs and
replacements necessary to the approval of the Architect and at no additional cost to the
Owner.

1.4.3 Delivery and storage: Deliver all materials to the job site in their original
unopened containers with all labels intact and legible at the time of use.  Store in strict
accordance with the manufacturer’s recommendations as approved by the Architect.

PART TWO - PRODUCTS

2.1 GYPSUM WALLBOARD

2.1.1 General: All gypsum wallboard shall conform to Fed. Spec. SS-L-30, Type
III, Class I, Style 3, taper-edged, and of the grade and form specified below.  Supply the
gypsum wallboard in 120 cm (48") width and in such lengths as will result in a minimum of
joints.

2.1.2 Regular wallboard shall be Type R, form A, 5/8" thick for single-ply
applications.

2.1.3 Fire retardant wallboard shall be Type X, form A, 5/8" thick for single or
double layer application.

2.1.4 Moisture resistant board shall be Type M.R. or M.R.-X where required for
single or double layer application.

2.2 METAL TRIM

2.2.1 Metal trim features for gypsum wallboard shall be formed from zinc-coated
steel not lighter than .55 mm (0.0217") nominal thickness (26-gauge) and shall conform to
Fed. Spec. QQ-S-775, Type I, class d or e.

2.2.2 Casting beads shall be channel-shaped with a concealed wing not less than
22 mm (7/8") wide, with an exposed wing.  The exposed wing may be covered with paper
to cemented to metal and shall be suitable for joint treatment.

2.2.3 Corner beads shall be angle-shaped with wings not less than 22 mm (7/8")
wide and perforated for nailing and joint treatment, or with combination metal and paper
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wings, bonded together, not less than 32 mm (1-1/4") wide and suitable for joint treatment.

2.2.4 Edge beads for use at perimeter of ceilings shall be angle-shaped with wings
not less than 19 mm (3/4") wide.  Concealed wing shall be perforated for nailing and
exposes wing edge folded flat.  Exposed wing may be factory finished in a white color.

2.3 JOINTING SYSTEM

The jointing system shall include reinforcing tape and compound designed
as a system to be used together and shall be only as recommended by the manufacturer
of the gypsum wallboard used.  Jointing compound may be used for finishing if so
recommended by the manufacturer.

2.4 FASTENING DEVICES

Nails shall be G.W.B. - 54 or cooler type located 3/8" to 1/2" max. from edges
and ends of wallboard.  Refer to ASTM 840 or GA 216 spec. for double nailing procedures.
Nails shall be selected to penetrate 7/8" into the nailing member.

2.5 WATER FOR COMPOUND

If the approved jointing system requires job-addition of water, use only clean
and potable water for that purpose.

2.6 OTHER MATERIALS

All other materials, not specifically described but required for a complete and
proper installation of the work of this Section, shall be new, first quality of their respective
kings, and subject of the approval of the Architect.

PART THREE - EXECUTION

3.1 SURFACE CONDITIONS

3.1.1 Inspection: Prior to installation of the work of this Section, carefully inspect
the installed work of all other trades and verify that all such work is complete to the point
where this installation may properly commence.  Verify that gypsum drywall may be
installed in strict accordance with all pertinent codes and regulations, the manufacturer’s
recommendations as approved by the Architect, and the original design.

3.1.2 Discrepancies: Do not install gypsum drywall until all unsatisfactory conditions
have been corrected.

3.2 INSTALLATION



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 09260-4

3.2.1 General: Install the gypsum wallboard with the separate boards in moderate
contact buy not forced into place.  At internal and external corner, conceal the cut edges
o the board by the overlapping covered edges of the abutting boards.  Stagger the boards
so that corners of any four boards will not meet at a common point except in vertical
corners.

3.2.2 Ceilings: Install the gypsum wall board to ceilings with the long dimension of
the wallboard at right angels to the supporting members except that wallboard may be
installed with the long dimension parallel to supporting members that are spaced 40 cm
(16") on center when attachment members are provided at end joints.

3.2.3 Walls: Install the gypsum wallboard to studs at right angles to the furring or
framing members.  Make end joints, where required, over furring or framing members.

3.3 JOINT TREATMENT

3.3.1 General:

3.3.1.1 Inspect all areas to be joint treated, ascertaining that the gypsum wallboard
fits snugly against supporting framework.

3.3.1.2 In areas where joint treatment and compound finishing will be performed,
maintain a temperature of not less than 55 degrees F for 24 hours prior to commencing
treatment, for the entire period of treatment, and until joint and finishing compounds have
dried.

3.3.1.3 Apply the joint treatment and finishing compound by machine or hand tool.

3.3.1.4 Provide a minimum drying time of 24 hours between coats, with additional
drying time in poorly ventilated areas.

3.3.1.5 Finished texture to be a dense, light, sprayed on texture.  Submit samples
to Architect for approval prior to spraying.

3.3.2 Embedding compound: Apply to gypsum wallboard joints and fastener head
in a thin uniform layer.  Spread the compound not less than 75 mm (3") wide at joints,
center the reinforcing tape in the joint, and embed the tape in the compound.  Then spread
a thin layer of compound over the tape.  After this treatment has dried, apply a second coat
of embedding compound to joints and fastener heads, spreading in a thin uniform coat to
not less than 15 cm (6") wide at joints, and feather edged.  When thoroughly dry,
sandpaper to eliminate ridges and high points.

3.3.3 Finishing compound: After embedding compound is thoroughly dry and has
been completely sanded, apply a coat of finishing compound to all joints and fastener
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heads.  Feather at the finishing compound to not less than 25 cm (12") wide.  When
thoroughly dry, sandpaper to obtain uniformly smooth surfaces, taking all necessary care
not to scuff the paper surface of the wallboard.

3.4 CORNER TREATMENT

3.4.1 Internal corner: Treat as specified for joints, except that the reinforcing tape
shall be folded lengthwise through the middle and fitted neatly into the corner.

3.4.2 External corners:

3.4.2.1 Install a corner bead fitting neatly over the corner and secured with the same
type fasteners used for applying the wallboard, spacing the fasteners approximately 15 cm
(6") on centers and driving through the wallboard into the framing or furring member.

3.4.2.2 After the cornerpiece has been secured into position, treat the corner with
joint compound and reinforcing tape as specified for joints, feathering the joint compound
out from 20 cm to 25 cm (8" to 10") on each side of the corner.

3.5 OTHER METAL TRIM

3.5.1 General: The Drawings do not purport to show all locations and all
requirements for metal trim in connection with the work of this Section.  Carefully study the
Drawings and the installation; provide in place all metal trim normally recommended by the
manufacturer of the gypsum wallboard used.

3.5.2 Installation: Install the metal trim in strict accordance with the manufacturer’s
recommended methods of installation, providing not less embedment and finishing than
specified above for corner treatment.

3.6 CLEANING UP

In addition to the requirements of Section 01710 of these Specifications, use
all necessary care during execution of this portion of the work to prevent scattering of
gypsum wallboard scraps and dust and to prevent tracking of joint and finishing compound
onto floor surfaces.  At completion of each segment of installation in a room or space,
promptly pick up and remove from the working area all scraps, debris, and surplus material
of this Section.

END OF SECTION



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 09900-1

SECTION 09900 - PAINTING

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included: Paint and finish all exterior and interior exposed surfaces
listed on the Painting Schedule in Part Three of this Section, in accordance with the type
of finish shown  in the Finish Schedules in the Drawings and as specified herein.

1.1.2 Related work described elsewhere:

1 Priming and painting and finishing of certain surfaces are specified to
be factory performed or installer performed under pertinent other
Sections.

1.1.3 Work included but not limited to:

1 All wood - interior and exterior except refinished items specified as
such elsewhere.

2 All exposed steel and iron items - interior and exterior.
3 All exposed galvanized metal items - interior and exterior.
4 Wood doors.
5 Hollow metal doors.
6 Pressed steel frames.
7 Gypsum wallboard surfaces (wall and ceiling surfaces where called

for).
8 Concrete block on interior where noted on finish schedule and room

elevations.
9 All wall and/or ceiling air conditioning grills and register, door louvers,

metal access doors, and other miscellaneous metal items not pre-
finished.

10 All exposed duct work above plan of roof, vent pipes, exhaust fan
vents, etc. which are exposed above plane of roof.

11 Back prime of wood and metal as required by other Sections of this
Specifications.

1.1.4 Work not included:

1.1.4.1 Do not include factory preformed painting which is specified under other
Section.

1.1.4.2 Unless otherwise indicated, painting is not required on surfaces in concealed
areas and inaccessible areas such as furred spaces, foundation spaces, utility tunnels,
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pipe spaces, and duct shafts.

1.1.4.3 Metal surfaces of anodized aluminum, stainless steel, chromium plate,
copper, bronze, and similar finish materials will not required painting under this Section
except as may be specified herein.

1.1.4.4 Do not paint any moving parts of operating units; mechanical or electrical
parts such as valve operators, linages, sinkages, sensing devices, and motor shafts,
unless other indicated.

1.1.4.5 Do not paint over any required labels or equipment identification,
performance rating, name or nomenclature plates.

1.1.5 Definitions: The term “paint”, as used herein, means all coating systems
materials including primers, emulsions, epoxy, enamels, sealers, fillers, and other applied
materials whether used as prim, intermediate, or finish coats.

1.2 QUALITY ASSURANCE

1.2.1 Standards: Comply with standards specified herein and as listed in Section
01085.

1.2.2 Qualifications of manufacturers: Products used in the work of this Section
shall be produced by manufacturers regularly engaged in manufacture of similar items and
with a history of successful production acceptable to the Architect.

1.2.3 Qualifications of workmen:

1.2.3.1 Provide at least one person who shall be present at all times during execution
of the work of this Section, who shall be thoroughly familiar with the specified requirements
and the materials and methods needed for their execution, and who shall direct all work
performed under this Section.

1.2.3.2 Provide adequate numbers of skilled workmen who are thoroughly trained
and experienced in the necessary crafts and who are complete familiar with the specified
requirements and the methods needed for proper performance of the work of this Section.

1.2.3.3 In acceptance of rejection of the work of this Section, the Architect will make
no allowance for lack of skill on the part of workmen.

1.2.4 Paint coordination:

1.2.4.1 Provide finish coats which are compatible with the prime coats used.
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1.2.4.2 Review other Sections of these Specifications as required, verifying the prime
coats to be used and ensuring compatibility of the total coating system for the various
substrata.

1.2.4.3 Provide barrier coats over non-compatible primers, or remove the primer and
reprise as required.

1.2.4.4 Notify the Architect in writing of anticipated problems in using the specified
coating systems over prime-coating supplied under other Sections.

1.3 SUBMITTALS

1.3.1 General: Comply with provisions of Section 01300.

1.3.2 Product data: Within date specified in Section 01300 after award of the
Contract, submit:

1 Complete materials list of all items proposed to be furnished and
installed under this Section.

2 Manufacturer’s specifications and other data required to demonstrate
compliance with specified requirements.

3 For information only, submit two copies of the manufacturer’s
specifications, including paint label analysis and application
instruction for each material specified.  Indicate by transmittal that a
copy of each manufacturer’s instruction has been distributed to the
applicator.

1.3.3 Samples:

1.3.3.1 Following the selection of colors and glosses by the Architect as described
in Paragraph 2.1.4 below, submit samples for the Architect’s review.  Provide three (3)
samples of each specified finish and color for approval by the Architect.  The samples shall
be approximately 30 cm (12") square.

1 The number of colors selected shall not exceed ten (10) for exterior
and twelve (12) for the interior, including, trim colors.

1.4 PRODUCT HANDLING

1.4.1 Delivery of materials: Deliver all materials to the job site in original, new, and
unopened containers bearing the manufacturer’s name and label showing the following
information:

1 Name or title of material;



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 09900-4

2 Fed. Spec. number, if applicable;
3 Manufacturer’s stock number;
4 Manufacturer’s name;
5 Contents by volume for major constituents;
6 Thinning instructions;
7 Application instructions.

1.4.2 Storage of materials: Provide proper storage to prevent damage to, and
deterioration of, paint materials.

1.4.3 Protection: Use all means necessary to protect materials of this Section
before, during, and after installation and to protect the work and materials of all other
trades.

1.4.4 Replacements: In the event of damage, immediately make all repairs and
replacements necessary to the approval of the Architect and at no additional cost to the
Owner.

1.5 JOB CONDITIONS

1.5.1 Surface temperatures: Do not apply solvent-thinned paints when the
temperature of surfaces to be painted and the surrounding air temperatures are below 45
degrees F, unless otherwise permitted by the manufacturer’s printed instructions as
approved by the Architect.

1.5.2 Weather conditions: Do not apply paint in snow, rain, fog, or mist; or when
the relative humidity exceeds 85%; or to damp or wet surfaces; unless otherwise permitted
by the manufacturer’s printed instructions as approved by the Architect.  Applications may
be continued during inclement weather withing the temperature limits specified by the paint
manufacturer during application and drying periods.

1.6 Extra stock: Upon completion of the work of this Section, deliver to the
Architect an extra stock equaling 10% of each color, type, and gloss of paint used in the
Work.  Each container shall be tightly sealed and clearly labeled with the contents, location
used, and date.

PART TWO - PRODUCTS

2.1 PAINT MATERIALS

2.1.1 Design is based on use of paint products manufactured by Dunn Edwards,
Inc. or Olympic Stain, and the materials of that manufacturer are named in the Painting
Schedule, unless specified otherwise.  Equal products are Pratt and lambert, Sherwin
Williams, Ameritone, Kelly Moore, or Fuller/O’Brien, or other manufacturers approved in
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advance by the Architect, may be substituted in accordance with the provisions of Section
01300.

2.1.2 General: Provide the best quality grade of the various types of coatings as
regularly manufactured by paint materials manufacturers approved by the Architect.
Materials not displaying he manufacturer’s identifications as a standard best-grade product
will not be acceptable. Provide paints of durable and washable quality to withstand normal
washing as required to remove pencil marks, ink, ordinary soil and similar material without
showing discoloration, loss of gloss, staining and other damage.

2.1.3 Colors and glosses: The Architect will select colors to be used in the various
types of paint specified and will the sole judge of acceptability of the various glosses
obtained from materials proposed to be used by the Contractor.

2.1.4 Undercoats and thinners: Provide undercoat paint produced by the same
manufacturer as the finish coat.  Use only the thinners recommended by the paint
manufacturer, and use only the recommended limits.  Insofar as practicable, use
undercoat, finish coat, and thinner materials as parts of a unified system of paint finish.

2.2 APPLICATION EQUIPMENT

2.2.1 General: For application of the approved paint, use only such equipment as
is recommended for application of the particular paint by the manufacturer of the particular
paint, and as approved by the Architect.

2.2.2 Compatibility: Prior to actual use of the application equipment, use all means
necessary to verify that the proposed equipment is actually compatible with the material
to be applied and that the integrity of the finish will not be jeopardized by use of the
proposed application equipment.

2.3 OTHER MATERIALS

All other materials, not specifically described but required for a complete and
proper installation of the work of this Section, shall be new, first-quality of their respective
kinds, and as selected by the Contractor subject to the approval of the Architect.

PART THREE - EXECUTION

3.1 SURFACE CONDITIONS

3.1.1 Inspection: Prior to the installation of the work of this Section, carefully
inspect the installed work of all other trades and verity that all such work is complete to the
point where this installation may properly commence.  Verify that painting may be
completed in strict accordance with the original design and with the manufacturer’s
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recommendations as approved by the Architect.

3.1.2 Discrepancies: Do not proceed in areas of discrepancy until all such
discrepancies have been fully resolved.

3.2 MATERIALS PREPARATION

3.2.1 General:

3.2.1.1 Mix and prepare painting materials in strict accordance with the
manufacturer’s recommendations.

3.2.1.2 Store materials not in actual use in tightly covered containers.

3.2.1.3 Maintain containers used in storage, mixing, and application of paint in clean
conditions, free from foreign materials and residue.

3.2.2 Stirring: Stir all materials before application to produce mixture of uniform
density, and as required during the application of materials.  Do not stir into the material
any film which may form on the surface.  Remove the film and, if necessary, strain the
material before using.

3.3 SURFACE PREPARATION 

3.3.1 General:

3.3.1.1 Perform all preparation and cleaning procedures in strict accordance with the
paint manufacturer’s recommendations as approved by the Architect.

3.3.1.2 Remove all removable items which are in place and are not scheduled to
receive paint finish, or provide surface-applied protection prior to surface preparation and
painting operations.

3.3.1.3 Following completion of painting in each space or area, reinstall the removed
items by using workmen skilled in the necessary trades.

3.3.2 Preparation of wood surfaces:

3.3.2.1 All unprimed millwork delivered to the job site shall be given the specified first
coat on all surfaces immediate upon arrival.

3.3.2.2 Any wood surface that is to be in contact with stucco or a caulking material
shall be primed with the specified first coat material before installation.  All unprimed
woodwork shall be given the specified first coat as soon as possible following installation.



JEFFERSON SCHOOL DISTRICT
NEW ENTRY CONTROL DOOR AT TRAINA ELEMENTARY SCHOOL 09900-7

3.3.2.3 Unless otherwise specified all exterior casings and trim and all interior
woodwork shall be sandpapered smooth and dusted thoroughly before application of
priming coat.

3.3.2.4 All knots, pitch pickets and sappy areas shall be given preliminary coat of
knot sealer prior to application of the prime coat.

3.3.2.5 Exterior prime coats shall dry a minimum of 48 hours and interior prime coats
shall dry a minimum of 24 hours, unless specified otherwise, before a succeeding coat is
applied.

3.3.2.6 After priming, all nail holes, cracks and other surface defects shall be filled
with putty that has been tinted to approximately the same color as the finish coat.  When
dry, all patched areas shall be sandpapered to match the texture of the surrounding
surface.

3.3.2.7 Back prime all exterior wood trim prior to installation.

3.3.3 Preparation of metal surfaces:

3.3.3.1 Thoroughly clean all surfaces until they are completely free from dir, oil, and
grease.  Use mineral spirits or other suitable cleaner.

3.3.3.2 Rust, mill scale and other foreign matter shall be completely removed from
ferrous metals by sandblasting, shotblasting, flame cleaning, wire brushing or other
suitable means to expose the bare metal.

3.3.3.3 On unprimed galvanized metal surfaces, use solvent for the initial cleaning
and then treat the surface thoroughly with phosphoric acid etch.  Remove all etching
solution before proceeding.

3.3.3.4 Allow to dry thoroughly before application of paint.

3.4 PAINT APPLICATION

3.4.1 General:

3.4.1.1 Slightly vary the color of succeeding coats.  Do not apply additional coats until
the complete coats has been inspected and approved.  Only the inspected and approved
coats of paint will be considered in determining the number of coats applied.

3.4.1.2 Sand and dust between enamel coats to remove all defect visible to the
unaided eye from a distance of five feet.
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3.4.1.3 On all removable panels and all hinged panels, paint the back sides to match
the exposed sides.

3.4.1.4 Paint the inside of all cabinets, including top and bottom of all shelves.  Seal
the tops and bottoms of all wood doors with two (2) coats of paint or sealer.

3.4.2 Drying:

3.4.2.1 Allow sufficient drying time between coats.  Modify the period as
recommended by the material manufacturer to suit adverse weather conditions.

3.4.2.2 Oil-base and synthetic-resinous solvent-type paints shall be considered dry
for recoating when the paint feels firm, does not deform, or feel sticky under moderate
pressure of the thumb, and the application of another coat of paint does not cause lifting
or loss of adhesion of the undercoat.

3.4.3 Brush application: Brush-out and work all brush marks onto the surfaces in
an even film.  Cloudiness, spotting, holidays, laps, brush marks, runs, sags, ropiness, and
other surface imperfections will not be acceptable.

3.4.4 Spray applications: Wherever spray application is used, apply each coat to
provide the equivalent hiding of brush-applied coats.  Do not double back with spray
equipment for the purpose of building up film thickness of two coats in one pass.

3.4.5 Completed work shall match the approved samples for color, texture, and
coverage.  Remove, refinish, or repaint all work not in compliance with specified
requirements.

3.5 PAINTING SCHEDULE

3.5.1 General: Painting required under this Section is called for on the Drawings.
Paint types are defined below:

3.5.2 Exterior metal, ferrous; Alkyd Gloss 60 Series:

1 First Coat: 1 coat 43-4 Block. Rust, Primer
2 Second Coat: 42-23 L O C  K O T E ,  A L K Y D

undercoat
3 Third Coat: 60 Series RANCHO H&T Gloss Enamel

3.5.3 Exterior Metal, galvanized; Alkyd Gloss 60 Series:

1 Pretreatment: Solvent cleaned as per this specification.
2 First Coat: 43-7 GALV-ALUM, Primer
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3 Second Coat: 42-23 LOC KOTE, Alkyd undercoat
4 Third Coat: 60 Series RANCHO H&T Gloss Enamel

3.5.4 Exterior wood (not stained); Acrylic Semi-Gloss Enamel:

1 First Coat: 42-9 APEX, Oil-based wood primer
2 Second Coat: W 901 PERMASHEEN, Acrylic Semi-Gloss

Enamel
3 Third Coat: W 901 PERMASHEET, Acrylic Semi-Gloss

Enamel

3.5.5 Exterior wood (stained)

1 First Coat: Olympic semi-transparent wood stain, thin with
Olympic clear blending formula

2 Second Coat: Olympic semi-transparent wood stain full
strength

3.5.6 Interior flat wall paint (“FWP”):

3.5.6.1 On gypsum drywall, use Alkyd Eggshell 1-1X

1 First Coat: 28-1 ALKYSEAL, Sealer
2 Second Coat: 1-1 PRACTICAL, synthetic Alkyd Eggshell

Enamel
3 Third Coat: 1-1 PRACTICAL, synthetic Alkyd Eggshell Enamel

3.5.7 Interior semi-gloss enamel (“SG”):

3.5.7.1 On gypsum drywall, use Alkyd-Semi-Gloss Enamel 5 Series.

1 First Coat: 28-1 ALKYSEAL, Sealer
2 Second Coat: 5 Series, SATIN SHEEN, Alkyd Semi-Gloss

Enamel
3 Third Coat: 5 Series, SATIN SHEEN, Alkyd Semi-Gloss

Enamel

3.5.7.2 Interior wood (not stained):

1 First Coat: 42-31 Super Flat, Alkyd Enamel Undercoat
2 Second Coat: 5 Series, SATIN SHEEN, Alkyo Semi-Gloss

Enamel
3 Third Coat: 5 Series, SATIN SHEEN, Alkyo Semi-Gloss

Enamel
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3.5.7.3 Interior wood (stained):

1 First Coat: V 108 STAINSEAL, Stain.
2 Second Coat: I P  6 2 7  D E C O T H A N E ,  G l o s s

Polyurethane.
3 Third Coat: IP 627 DECOTHANE, Gloss Polyurethane.

3.5.7.4 On metal, all types, use Alkyd Enamel

1 First Coat: 42-44 VERSAPRIME
2 Second Coat: Use Alkyd Enamels listed for wood
3 Third Coat: Use Alkyd Enamels listed for wood

3.5.8 Concrete surfaces: Consult manufacturer for three (3) coat finish acceptable
to the Architect.

3.5.9 Masonry Waterproofing: Clear, flat, penetrating masonry waterproofing equal
to Houston #2 clear penetrating waterproofing.  Apply 1 mist coat and two flood coats for
5 years written guarantee.

3.6 CLEAN UP

After completion of his work, the painting contractor shall remove all debris
resulting from his work, and he shall remove all splatters or spills from pre-finished wood
and metal surfaces, glass, tile, and other surfaces adjacent to his work.  The building and
the building premises shall be left in a condition that is acceptable to the Architect.

3.7 FINISH SCHEDULE

Misc. walls/trim - interior - As selected by Architect.

Doors/frames: As selected by Architect.

Building exterior: As selected by Architect.

Building exterior trim: As selected by Architect.

END OF SECTION
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SECTION 10303 - SIGNAGE

PART ONE - GENERAL

1.1 DESCRIPTION

1.1.1 Work included:

1.2 QUALITY ASSURANCE

1.2.1 Standards: Comply with standards specified herein and as listed in Section
01085.

1.2.2 Qualifications of manufacturers: Products used in the work of this Section
shall be produced by manufacturers regularly engaged in manufacture of similar items and
with a history of successful production acceptable to the Architect.

1.2.3 Qualifications of installers: Use adequate numbers of skilled workmen who
are thoroughly trained and experienced in the necessary crafts and who are complete
familiar with the specified requirements and the methods needed for proper performance
of the work of this Section.

1.3 SUBMITTALS

1.3.1 General: Comply with provisions of Section 01300. 

1.3.2 Product data: Within date specified in Section 01300 after award of the
Contract, submit:

1 Complete materials list of all items proposed to be furnished and
installed under this Section.

2 Manufacturer’s specifications and other data required to demonstrate
compliance with specified requirements.

3 Manufacturer’s recommended installation procedures, which when
approved by the Architect, will become the basis for inspecting and
accepting or rejecting actual installation procedures used on work.

1.4 PRODUCT HANDLING

1.4.1 Delivery and storage: Deliver the materials in their original unopened
containers with all labels intact and legible at time of use.  Store in strict accordance with
the manufacturer’s recommendations as approved by the Architect.

1.4.2 Protection: Use all means necessary to protect materials of this Section
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before, during, and after installation and to protect the work and materials of all other
trades.

1.4.3 Replacements: In the event of damage, immediately make all repairs and
replacements necessary to the approval of the Architect and at no additional cost to the
Owner.

PART TWO - PRODUCTS

2.1 Plaque signage is to be of consistent color, radius corners, complete with
opaque border perimeter stripe, and computer cut-vinyl typography.  The system consists
of additional materials listed in section.  Provide as shown in drawings.

2.2 Sign face: ES plastic matte ADA optically correct plexiglass faceplate with
uniform drilled holes to accept glass rasters which provide the braille message.  An opaque
border is provided by reverse screen printing around the perimeter of the inner surface of
the transparent faceplate on four side to ensure consistent color and superior bond with
the joining system.  The opaque border completely overlays the joining tape to hide it from
view.

2.2.1 Symbol signs: 6"x6", standard radius. 

2.3 Laminating backplate: P polystyrene prime grade high impact opaque styrene
(color to be selected by Architect from Manufacturer’s standard colors).

2.4 Joining tape: 6.4mm very high bond double sided tape.

2.5 Braille, glass rasters inserted into drilled holes of the sign face leaving relief
for the braille rasters.  Supply clear rasters.  Space per DSA requirements to conform to
Standards, as shown on drawings

2.6 Border ink: manufacturers standard series 9700 screen print ink.

2.7 Raised characters - routed polystyrene raised characters/numbers 1/32" thick
with height indicated:

2.7.1 Symbol Sign: Manufacturer Standard.

2.8 Mounting method: 1/16" double sided foam tape for interior installation and
silicon adhesive to mount exterior of buildings. 

2.9 Colored coatings for acrylic plastic sheet: Use colored coatings, including inks
and paints for copy and background colors, that are recommended by acrylic
manufacturers for optimum adherence to acrylic surface and are nonfading for the
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application intended.

2.10 Design requirements: Plaque signs of this section shall have tactile/braille
provisions and comply with applicable requirements of the Americans with Disabilities Act
(ADA).

2.11 Mounting Height: As indicated in drawings, or if not indicated as required by
ADA accessibility requirements.  Max. height 60" above finished floor to centerline of the
sign which is to be mounted on the latch side of the door.

2.12 Signage Schedule:

Description Location

Plaque Symbol “OFFICE” (Exterior wall mount) at new
entry door at latch side as
shown on drawings.

Plaque Symbol “EXTERIOR
WALKWAY”

(Interior wall mount) at new
entry door at latch side as
shown on drawings.

END OF SECTION
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